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Tweezers




Erem’

Tweezers for high
precision

Tweezers for use in areas like
electronics, medical laboratories
and other applications

where high precision is required

Tweezers 4




Tweezers

Pointed Tips Straight

Pointed Tips Straight

Model/Order No. Description

M5S Precision micro tweezers, stainless steel,
very small and fine tips,
80mm, 6g

ACSA Precision tweezers, special stainless steel, unmagnetic,
with serrated grips,
108 mm, 16 g

20AS Precision micro tweezers, stainless steel, with serrated grips
and inside serrated tips, guide pin to avoid tip overlapping,
108 mm, 12 g

3CS Precision tweezers, stainless steel, with long tips,
110 mm, 11 g

3CSA Precision tweezers, special stainless steel, unmagnetic,
with shorter tips than 3CS,
110 mm, 11 g

3CSASL same as 3CSA, but economy model

3CTA Precision tweezers, Titanium, unmagnetic,
same as 3CSA but Titanium for heat resistance and light weight,
110 mm, 8 ¢

53CSA Precision tweezers for handling of delicate flexible parts,
special stainless steel, unmagnetic,
110 mm, 11 g

3SA Precision tweezers, special stainless steel,
unmagnetic, fine tips,
120 mm, 14 g

3SASL same as 3SA, but economy model

1SA Precision tweezers, special stainless steel, unmagnetic,
thicker tips than 3SA,
120 mm, 14 g

1SASL same as 1SA, but economy model

Option: +PYR = Pyroplast coating on request (Euro 9,95), ex.: 2ASAPYR

Note: the Pyroplast coating is not available for all Erem tweezers.

It is made to order and needs a minimum order quantity. Please ask for further information.

»S" in the order-no signifies: Stainless steel, strong tips, rust resistant

~SA" in the order-no signifies: Non magnetique, rust resistant, anti acid alloy, temp. resistant up to 300°C



Tweezers

Pointed Tips Straight

Pointed Tips Straight (continued)

Model/Order No.
00SA

Description

Precision tweezers, special stainless steel, unmagnetic,
flat inside tips, very resistant,

120 mm, 14 g

OO0SASL

same as 00SA, but economy model

00CSA

Precision tweezers, special stainless steel, unmagnetic,
same as OOSA but shorter,
120 mm, 18 g

OOBSA

Precision tweezers with serrated grips, special stainless steel,
unmagnetic, with serrated tips,
120 mm, 20 g

OODSA

Precision tweezers with serrated grips
and inside serrated tips, special stainless steel, unmagnetic,
120 mm, 20 g

64SA

Precision tweezers with serrated grips,
special stainless steel, unmagnetic,
120 mm, 17 g

Precision tweezers, Nickel-Silver alloy, unmagnetic,
120 mm, 17 g

Precision tweezers, Nickel plated,
120 mm, 16 g

Precision tweezers, stainless steel,
with short but fine tips,
125mm, 16 g

AASA Precision tweezers, special stainless steel, unmagnetic,
125mm, 16 g
AASASL same as AASA, but economy version

»S" in the order-no signifies: Stainless steel, strong tips, rust resistant
~SA" in the order-no signifies: Non magnetique, rust resistant, anti acid alloy, temp. resistant up to 300°C

Tweezers _



Tweezers

Pointed Tips Straight / Straight Relieved

Pointed Tips Straight (continued)

Model/Order No.
AM

Description

Precision tweezers Brass, soft metal protects
sensitive parts against damage, no sparks,
125mm, 17 g

249SA

Precision tweezers with synthetic (PPS) tips, special stainless steel,
unmagnetic, heat resistant up to 250°C, serrated grips,
130 mm, 20 g

249CER

Precision tweezers with Ceramic tips,
special stainless steel, unmagnetic, heat resistant up to 900°C,
130 mm, 24 g

RRS

Precision tweezers, stainless steel,
large, very strong, long version,
140 mm, 30 g

SSSA

Precision tweezers, special stainless steel, unmagnetic,
very narrow and long handles, low tension,
140 mm, 11 g

29SA

Precision flat round tweezers reverse action, with fibre-grip handles,
special stainless steel, non-magnetic,
150 mm, 26 g

21SA

Precision tweezers, with serrated grips and inside serrated tips,
long version, strong, special stainless steel, unmagnetic,
160 mm, 23 g

Pointed Tips Straight Relieved

Model/Order No.
M4AS

Description
Micro precision tweezers, stainless steel,
very small, very fine tips,

90 mm, 9g

4SA Precision tweezers, with very fine tips,
special stainless steel, unmagnetic,
110 mm, 13 g

4SASL same as 4SA, but economy model

»S" in the order-no signifies: Stainless steel, strong tips, rust resistant

~SA" in the order-no signifies: Non magnetique, rust resistant, anti acid alloy, temp. resistant up to 300°C



Tweezers

Pointed Tips Straight Relieved / Pointed Tips Bent

Pointed Tips Straight Relieved (continued)

Model/Order No.
5MBS

Description
Micro precision tweezers, with extremly fine tips (~ 0,03 x 0,07 mm)
stainless steel,

3CBS

115mm, 12 g
5FSA Micro precision tweezers, with extremly fine tips (~ 0,05 x 0,1 mm)
special stainless steel, unmagnetic,
115mm, 12 g
5SA Precision tweezers, with very fine tips,
special stainless steel, unmagnetic,
115mm, 12 g
5SASL same as 5SA, but economy model
2SA Precision tweezers, with medium size tips,
special stainless steel, unmagnetic,
115 mm, 16 g
2SASL same as 2SA, but economy model
258SA Precision tweezers with synthetic (PPS) tips, special stainless steel,
unmagnetic, ESD safe, heat resistant up to 250°C,
120 mm, 15 ¢
Pointed Tips Bent
Model/Order No. Description

Precision tweezers with fine tips,
curved 40°, stainless steel,
110 mm, 15¢

5CSA

Precision tweezers with fine tips, curved 30°,
special stainless steel, unmagnetic, relieved,
115mm, 12 g

5BSA

Precision tweezers with very fine tips, curved 30°,
special stainless steel, unmagnetic, relieved,
115mm, 12 g

Precision tweezers with finer tips than 5CSA, curved 30°,
special stainless steel, unmagnetic, relieved,
115mm, 12 g

»S" in the order-no signifies: Stainless steel, strong tips, rust resistant
~SA" in the order-no signifies: Non magnetique, rust resistant, anti acid alloy, temp. resistant up to 300°C

Tweezers m



Tweezers

Pointed Tips Bent / Flat Round Tips Straight

Pointed Tips Bent (continued)

Model/Order No. Description
51SASL same as 51SA, but economy model

5ASA Precision tweezers with fine tips, oblique 15°,
special stainless steel, unmagnetic,
115mm, 12 g

5ASASL same as 5ASA, but economy model

7SA Precision tweezers with fine tips, curved,
special stainless steel, unmagnetic, relieved,
120 mm, 15 ¢

7SASL same as 7SA, but economy model

65ASA Precision tweezers bent 50°, fine tips, long version,
special stainless steel, unmagnetic,
140 mm, 11 g

24SA Precision tweezers bent 40°, alignment pin, serrated grips and
inside serrated tips, special stainless steel, unmagnetic,
150 mm, 22 g

30SA Precision tweezers bent 50°, with fibre-grip handles,
reverse action, special stainless steel, unmagnetic,
150 mm, 26 g

Flat Round Tips Straight

Model/Order No. Description

e 2ASA Precision tweezers, special stainless steel, unmagnetic,
with medium round tips for gripping, tip side 2 mm,
120 mm, 15 ¢
2ASASL same as 2ASA, but economy model
1 2ASASLT same as 2ASA but Teflon coated tips

/ for handling delicate parts

.S" in the order-no signifies: Stainless steel, strong tips, rust resistant
+SA" in the order-no signifies: Unmagnetic, rust resistant, anti acid alloy, temp. resistant up to 300°C



Tweezers

Flat Round Tips Straight /
Precision Tweezers with Ergonomic Handles

Flat Round Tips Straight (continued)

Model/Order No. Description

2ASARU Precision tweezers with anti-adhesive coated tips
for handling adhesive parts, special stainless steel, unmagnetic,
120 mm, 16 g

—  25SA Precision tweezers, flat round tips, as model 2ASARU
- serrated grips, special stainless steel, unmagnetic,
120 mm, 15 ¢

52ASA Precision tweezers, crush-proof design, for handling
delicate flexible parts, special stainless steel, unmagnetic,
120 mm, 15 ¢

Precision Tweezers with Ergonomic Handles

Model/Order No. Description

E5SA Precision tweezers with very fine tips,
special stainless steel, unmagnetic, ESD safe,
120 mm, 25 g

E3CSA Precision tweezers with long fine tips,
special stainless steel, unmagnetic, ESD safe,
120 mm, 25 g

EOOSA Precision tweezers with straight and sturdy tips,
special stainless steel, unmagnetic, ESD safe,
120 mm, 30 g

EOODSA Same as EOOSA, but serrated tips

E7SA Precision tweezers curved,
special stainless steel, unmagnetic, ESD safe,
120 mm, 28 g

E2ASA Precision tweezers flat round tips,
special stainless steel, unmagnetic, ESD safe,
120 mm, 28 g

E15AGW Cutting tweezers, carbon steel tips, ESD safe,
120 mm, 30 g

»S" in the order-no signifies: Stainless steel, strong tips, rust resistant
~SA" in the order-no signifies: Unmagnetic, rust resistant, anti acid alloy, temp. resistant up to 300°C

Tweezers m



Tweezers

SMD Tweezers

SMD Tweezers

Model/Order No.
102ACA

f ool 1S5

Description

SMD tweezers, angled head 45°,
special stainless steel, unmagnetic,
115 mm, 15¢

102ACAX

SMD tweezers, angled head 45°, reverse action,
special stainless steel, unmagnetic,
115 mm, 14 ¢

——— 103ACA

SMD tweezers, angled head 45°,
special stainless steel, unmagnetic,
115 mm, 15¢

SMD tweezers curved head @ 0,3 mm, serrated grips,
special stainless steel, unmagnetic,
110 mm, 15 ¢

SMD tweezers curved head @ 0,4 mm, serrated grips,
special stainless steel, unmagnetic,
110 mm, 15 ¢

SMD tweezers curved head @ 1,2-2,5 mm, serrated grips,

special stainless steel, unmagnetic,
120 mm, 13 g

40SA
/ -
_— 150SAD

SMD tweezers curved head @ 1,5—3 mm, serrated grips,

special stainless steel, unmagnetic,
120 mm, 13 g

»S" in the order-no signifies: Stainless steel, strong tips, rust resistant

~SA" in the order-no signifies: Unmagnetic, rust resistant, anti acid alloy, temp. resistant up to 300°C



Tweezers

SMD Tweezers

=
=

o

SMD Tweezers

Model/Order No. Description

150SA SMD tweezers curved head @ 1,5-3 mm, serrated grips,
special stainless steel, unmagnetic,
120 mm, 13 g

151SA SMD tweezers curved head @ 3—6 mm, serrated grips,
special stainless steel, unmagnetic,
120 mm, 13 g

32BSA SMD tweezers bent 45°, curved head @ 5 mm,
special stainless steel, unmagnetic,
115 mm, 17 ¢

32BSA20 SMD tweezers bent 45°, curved head @ 2 mm,
special stainless steel, unmagnetic,
115 mm, 17 ¢

32BSA25 SMD tweezers bent 45°, curved head @ 2,5 mm,
special stainless steel, unmagnetic,
115 mm, 17 g,

150SAMB SMD tweezers bent 40°, curved head @ 1,2-2,5 mm,
serrated grips, special stainless steel, unmagnetic,
115 mm, 13 ¢

»S" in the order-no signifies: Stainless steel, strong tips, rust resistant
~SA" in the order-no signifies: Unmagnetic, rust resistant, anti acid alloy, temp. resistant up to 300°C

Tweezers E



Tweezers

Special Gripping Tweezers / Wafer Tweezers

Special Gripping Tweezers

Model/Order No.
940AS

Description
Gripping tweezers with locking clip, stainless steel,
120 mm, 17 g

Wafer Tweezers

Model/Order No.
91SA

Description

Wafer tweezers 3"-4", serrated grips,
special stainless steel, unmagnetic
125mm, 15¢

600ASA

Wafer tweezers 6", serrated grips,
special stainless steel, unmagnetic,
130 mm, 23 g

608ASA

Wafer tweezers 6", serrated grips,
special stainless steel, unmagnetic,
130 mm, 23 g

600JSA

Wafer tweezers with free-floating Teflon paddle, 46",
serrated grips, special stainless steel, unmagnetic,
130 mm, 24 g

141SAP

Wafer tweezers with Polyester tips protecting delicate parts,
4"-6", serrated grips, special stainless steel, unmagnetic,
150 mm, 30 g

141SAPH

same as 141SAP, but with Halar coating (acid-resistant) on handle,
plastic tips without pigmentation




Tweezers

Cutting Tweezers / Stripping Tweezers / Extraction Tweezers

Cutting Tweezers

Model/Order No.
15AGS

Description
Cutting tweezers, carbon steel, blade 5,5 mm
115 mm, 21 g

15AGW Cutting tweezers, carbon steel, blade 9,5 mm
115 mm, 26 g

Stripping Tweezers

Model/Order No. Description

29Y30 Stripping tweezers @ 0,25 mm (AWG 30), stainless steel,
120 mm, 22 g

29Y32 Stripping tweezers @ 0,2 mm (AWG 32), stainless steel,
120 mm, 22 g

29Y34 Stripping tweezers @ 0,16 mm (AWG 34), stainless steel,
120 mm, 22 g

29Y36 Stripping tweezers @ 0,13 mm (AWG 36), stainless steel,
120 mm, 22 g

29Y40 Stripping tweezers @ 0,08 mm (AWG 40), stainless steel,
120 mm, 22 g
Please provide wire sample when ordering

29W30 Stripping tweezers with fibre handles 0,25 mm,
reverse action AWG 30, stainless steel,
120 mm, 28 g

XB29W301 Replacement knife for 29W30

Extraction Tweezers

Model/Order No.
024C

Description

Extraction tweezers, stainless steel,

@ 1,75 mm / inside, @ 2,15 mm / outside,
120 mm, 20 g

Tweezers “






Erem’

Erem will impress you

Induction hardened blades in
Rockwell hardness 63 — 65 HRC

Internal patented Erem
Magic Spring

High Precision screw joint

Erem Cut

MagicSense shaped handle with
Softtouch feature

EMOS maximum opening stop




Advantages, Specifications and Listings

Technology Cut - blade specificity [Service |l Series 2400 MagicSense

Special tool steel

Machined from high grade lami-
nated tool steel for strength and
toughness

Invisible Erem Magic Spring
licensed
— return Magic Spring
internally mounted
— constant opening and
closing force
— 1 million operations
guaranteed

Selfblocking screwing

system

— machined surfaces hold
together by an interlocking
precision screw

— ensures wobble free
operation

— eliminates blade overlap

Blade opening limited
to 5 mm

reduces operator fatigue by
limiting the handle spread

Blade hardening

by induction heat treatment

to 63—65 HRc Rockwell

to impart strength and long life

b

>

1. Semi Flush

for general cutting applications
in which the shape of the cut is
not important. Leaves a wedge
shape on the material to be cut.
For hard and soft wires, robust
and long lasting.

5{

2. Flush

for soft steel and copper wires.
The cutting effort is reduced and
the component is subjected to
less shock. A much smaller wedge
shape is left on the material to
be cut. Used for general purpose
cutting, or where greater precision
is required.

h
1
3. Super Full Flush
This cut provides absolutely flush
wire ends. For copper wires.

Reducing pressure on sensitive
components and shock absorbing.

m Advantages, Specifications and Listings

Resharpening

Free of charge resharpening
on almost all cutters that have
failed through normal wear
(up to 3 times)

Erem guarantees

perfect functioning of cutters /
pliers and the quality of the
steel. Each tool being made
with care and precision.

7N

ESD safe .

Grips

— soft for operator and
reduce fatigue

— firm for increased
operator control

— non slip for better grip

Ergonomic shape

— automatically positions the
operators hand to spread
pressure evenly over the tool
handles to reduce the inci-
dence of trauma disorders to
the fingers, hand, wrist and
arm



Erem Series

Head width

Head thickness

Micro

'SP

Serie 600

%
w&

Medium

‘Sp

Serie 2400 MagicSense Serie 500

Each head size is available in different head shapes.

Erem offers the right head size to suit every application.
There are three main sizes: Micro, Medium and Maxi.

Maxi

‘S

Serie 800

-y '4..
AR\

Size
Head width 9,0 mm Head width 11,0 mm Head width 11,0 mm Head width 13,5 mm
Head thickness 6,0 mm Head thickness 6,0 mm Head thickness 6,5 mm Head thickness 7,5 mm

Miniature cutter for applications
in microelectronics and for fine
wires. Offers a large variety of
head shapes for very good access
even to hard-to-reach areas.

Medium-size cutter. Combines robustness, visi-
bility and accessibility. Large variety of head
shapes for precision working in hard-to-reach
areas. The Series 2400 MagicSense offers an
optimised ergonomic shape and an improved
grade of hardness.

The strongest and most robust
head size for general cutting
applications in electronics, cuts
large wire diameters.

Erem Series m



How to choose the right tool?

Erem offers the right head shape to suit your
application. The head shapes differ in terms of
shape and design. There are six basic shapes:

Tip Cutter Tip Cutter Tip Cutter
Straight relieved head Pointed relieved head Angled, narrow head
[,,/

Visibility and accessibility ¢

Cutting at the outermost
tip of the cutter

This head is suitable for horizontal  This is the narrowest head shape.  The angled head provides for pre-

and vertical cuts. The long tips The underside is relieved and faci-  cise cuts at different working
facilitate cutting in hard-to-reach  litates optimum access even to angles.
areas. extremely hard-to-reach areas.
Series 600 Micro 670E*, 670EP*, 670EPF* (p.25)  622NB, 632NCF, 676E, 776E
(p. 25)
Series 2400 MagicSense 2470E (p.27) 2475E, 2482E (p. 27)
Series 500 Medium 570E, 573E**(p. 31) 592E, 792E (p.31) 555E, 572E, 575E,

582E, 593AE (p. 30)

Series 800 Maxi 884E (p.33)

* very short head
** straight head for vertical working

Wire definition

— Piano wire, stainless spring steel wire, material 1.4310, tensile strength 2000-2400 MPa
— Hard wire, stainless steel wire, material 1.4301, tensile strength 1800 MPa

— Medium-hard wire, stainless steel wire, material 1.4301, tensile strength 800 MPa

— Soft wire, copper, aluminium, tensile strength 250 MPa

m How to choose the right tool / Wire Definitions



Tip Cutter Side Cutter Side Cutter
Angled wide head Tapered head Oval head

(57 LS S

) High cutting capacity

Cutting over the full

. . . length of the cutter
The angled head provides for pre- ~ One side of the cutter is tapered,  This is the standard head shape. It

cise cuts at different working enabling the user to work even in is used for all cutting jobs in easy-
angles. hard-to-reach areas without redu- ~ to-reach areas. The solid head pro-
cing the cutting capacity. vides for a high cutting capacity
and is characterised by its robust-
ness.
622NA (p. 24) 612N, 622N, 632N (p. 24)
2403E, 2404E (p. 27) 2477E (p. 26) 2412E, 2422E, 2432E (p. 26)
503E, 504AE (p. 29) 577E, 595E (p. 29) 512E, 512N, 522N, 532N, 599E
(p. 28)
886E (p. 33) 812N, 822N, 896E (p. 32)

Erem offers carbide cutters for (see P. 34/35)
for cutting high-hardness wire (piano wire).

How to choose the right tool m



Cutters

Side- and Tip Cutters

Series 600 Micro — high grade tool steel, ESD safe, resharpenable

Miniature cutters for extremely fine electronics offering improved access into confined areas.

Micro Medium Maxi

(> ‘op ‘S
Series 600 Series 2400 Series 500 Series 800
MagicSense

Width a 9,0 mm 11,0 mm 11,0 mm 13,5 mm

Thickness b 6,0 mm 6,0 mm 6,5 mm 7,5 mm

Side Cutters — oval head
The most common cutting head for standard cutting applications. The robust cutting head allows high cutting
capability.

Model/Order No. Description

612N Side cutter semi flush cut, small head for very good access,
medium hard wire 0,8 mm, hard wire 0,5 mm, Cu 1,3 mm,
110 mm, 48 g

622N Side cutter flush cut, small head for very good access,
medium hard wire 0,8 mm, Cu 1,3 mm,
110 mm, 48 g

632N Side cutter super full flush cut, small head for very good access,
medium hard wire 0,7 mm, Cu 1,3 mm,
110 mm, 48 g

Side Cutters - tapered head

)\ / Small tapered head for cutting application in dense working areas.
Z—1
Model/Order No. Description
622NA Side cutter flush cut,
medium hard wire 0,7 mm, Cu 1,0 mm,
110 mm, 48 g

Optional: Safety lead device + 12,60 Euro holds wire scraps after cutting.
Note: For all side cutters series 500, 600 and 2400. Add “W" when ordering, e. g. 595EW
Wire definitions see p. 22



Cutters

Side- and Tip Cutters

Tip Cutters — tapered and relieved head
Fine cutter head. One side is cut away for access even in confined areas.

Model/Order No. Description

622NB Side cutter flush cut, super fine relieved head,
allows very good access,
medium hard wire 0,6 mm, Cu 0,8 mm,
110 mm, 48 g

676E Side cutter flush cut, same as 622NB,
short cutting head and more robust
medium hard wire 0,6 mm, Cu 0,8 mm,
110 mm, 48 g

776E Side cutter super full flush cut,
miniature side cutter, super fine relieved head,
allows very good access,
medium hard wire 0,6 mm, Cu 0,8 mm,
110 mm, 48 g

632NCF Side cutter super full flush cut,
only for soft materials 110 mm, 48 g

Tip Cutters — straight tapered and relieved head
Fine cutter head allows access even in confined areas.

Model/Order No. Description

670E Tip cutter, flush cut, vertical, short head,
medium hard wire 0,5 mm, Cu 0,8 mm,
110 mm, 48 g
670EP Tip cutter, flush cut, vertical, very precise, short head,

for PCBs and micro packages up to 0,25 mm,
medium hard wire 0,4 mm, Cu 0,6 mm,
110 mm, 48 g

670EPF Same as 670EP, but finer version
for micro pitches under 0,5 mm, short head,
110 mm, 48 g

Wire definitions see p. 22 Cutters m



Cutters

Side- and Tip Cutters

LT

Series 2400 MagicSense - high grade tool steel, ESD safe, resharpenable
Medium size. Combines robustness, view and accessibility. The series 2400 MagicSense offers optimal ergonomic
shape and very high hardness grade.

Micro Medium Maxi
Series 600 Series 2400 Series 500 Series 800
MagicSense
Width a 9,0 mm 11,0 mm 11,0 mm 13,5 mm
Thickness b 6,0 mm 6,0 mm 6,5 mm 7,5 mm

Side Cutters — oval head
The most common cutting head for standard cutting applications. The robust cutting head allows high cutting
capability.

Model/Order No. Description

2412E Semi flush cut, robust cutting head for general
cutting applications, high cutting capability,
medium hard wire 1,0 mm, hard wire 0,5 mm, Cu 1,6 mm,
130 mm

2422E Flush cut, robust head for general cutting applications,
high cutting capability, for soft wire,
medium hard wire 1,0 mm, Cu 1,6 mm,
130 mm

2432E Super full flush cut, rasor blades cut
medium hard wire 0,8 mm, Cu 1,6 mm,
130 mm

Side Cutters - tapered head
Small tapered head for cutting application in dense working areas.

Model/Order No. Description

2477E Flush cut, tapered head, for cutting
application in dense working areas,
medium hard wire 1,0 mm, Cu 1,3 mm,
127 mm

Wire definitions see p. 22



Cutters

Side- and Tip Cutters

Tip Cutters — angled, wide head
Angled head for precision, reach and operator visibility.

Model/Order No. Description

2403E Flush cut, blunt and robust cutting head, very precise cut,
tip cutter for general cutting applications, angled 30°
medium hard wire 1,0 mm, Cu 1,6 mm,
130 mm

2404E Flush cut, same as 2403E,
but with fine and rounded head, angled 30°
medium hard wire 0,8 mm, Cu 1,3 mm,
130 mm

Tip Cutters — angled, narrow head
/ Angled head for precision, reach and operator visibility.
Model/Order No. Description
2482E Flush cut, medium size, especially for cutting on circuit boards
and DIL, for 90° and 180° operation cuts, angled 45°

medium hard wire 0,6 mm, Cu 1,2 mm,
135 mm

2475E Flush cut, for fine work at hybrid or micro component,
allows very good access, angled 45°
medium hard wire 0,4 mm, Cu 0,6 mm,
135 mm

Tip Cutters — straight, tapered and relieved head
Long, fine straight, tapered head for good access to narrow places.

Model/Order No. Description

2470E Flush cut, angled head, for horizontal cutting and good
access to narrow places, tip cutter for cutting at the extreme tip,
medium hard wire 0,4 mm, Cu 0,6 mm,
140 mm

Optional: Safety lead device + 12,60 Euro holds wire scraps after cutting.

Note: For all side cutters series 500, 600 and 2400. Add “W" when ordering, e. g. 595EW
Info: Pliers of series 2400 MagicSense see chapter pliers.

Wire definitions see p. 22

Cutters m



Cutters

Side- and Tip Cutters

Series 500 Medium - high grade tool steel, ESD safe, resharpenable
Medium size. Combines robustness, view and accessibility. Big variety of cutting heads for precise cutting in dense
working areas.

Micro Medium Maxi
Series 600 Series 2400 Series 500 Series 800
MagicSense
Width a 9,0 mm 11,0 mm 11,0 mm 13,5 mm
Thickness b 6,0 mm 6,0 mm 6,5 mm 7,5 mm

Side Cutters — oval head
The most common cutting head for standard cutting applications. The robust cutting head allows high cutting
capability.

Model/Order No. Description
512N Side cutter semi flush cut, economical line,
robust, for general cutting applications
and precise working, high cutting capability,
medium hard wire 1,0 mm, hard wire 0,5 mm, Cu 1,6 mm,
115 mm, 67 g

512E Side cutter semi flush cut, same as 512N
but burnished head,
medium hard wire 1,0 mm, hard wire 0,5 mm, Cu 1,6 mm,
115 mm, 67 g

522N Side cutter flush cut, economical line, robust,
for general cutting applications and precise working,
high cutting capability,
medium hard wire 1,0 mm, Cu 1,6 mm,

115 mm, 67 g

599E Side cutter flush cut, with short and robust head,
medium hard wire 1,0 mm, Cu 1,6 mm,
115 mm, 67 g

532N Side cutter super full flush cut, for precise cutting,

with very sharp cut,
medium hard wire 0,8 mm, Cu 1,6 mm,
115 mm, 67 g




Cutters

Side- and Tip Cutters

Side Cutters - tapered head
The small tapered cutter allows cutting in dense working areas.

Model/Order No. Description

595E Side cutter flush cut, small tapered head for
cutting in dense working areas,
medium hard wire 1,0 mm, Cu 1,3 mm,
115 mm, 67 g

577E Side cutter flush cut, small short tapered head for
cutting in dense working areas,
medium hard wire 1,0 mm, Cu 1,3 mm,
115 mm, 67 g

Tip Cutters — angled, wide head
Angled head for precision, reach and operator visibility.

Model/Order No. Description

503E Tip cutter flush cut 30°, wide and robust cutting head
but precise cut, for general cutting applications,
medium hard wire 1,0 mm, Cu 1,6 mm,
110 mm, 67 g

504AE Tip cutter flush cut 30°, same as 503E
but with fine rounded head,
medium hard wire 0,8 mm, Cu 1,3 mm,
110 mm, 67 g

Optional: Safety lead device + 12,60 Euro holds wire scraps after cutting.

Note: For all side cutters series 500, 600 and 2400. Add “W" when ordering, e. g. 595EW
Info: Pliers of series 500 see chapter pliers.

Wire definitions see p. 22
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Cutters

Side- and Tip Cutters

Tip Cutters — angled, narrow head
Angled head for precision, reach and operator visibility.

Model/Order No.
555E

Description

Tip cutter flush cut 35°, small cutting head,

strong version, for cutting applications in confined areas
where high cutting capacity is required,

medium hard wire 0,6 mm, Cu 1,3 mm,

120 mm, 68 g

572E

Tip cutter flush cut 40°, relieved jaws for easier access,
medium hard wire 0,6 mm, Cu 1,3 mm,
115 mm, 68 g

582E

Tip cutter flush cut 45°, ideal for working

on PCBs or cutting component leads,

+Anti Overbite System” avoids blades overlapping,
medium hard wire 0,6 mm, Cu 1,3 mm,

115 mm, 68 g

582EW

flush cut, small tapered head for access even in confined areas,
same as 582E but wirh safety lead service,

medium hard wire 0,6 mm, Cu 1,3 mm,

115 mm, 67 g

593AE

Tip cutter flush cut 30°, cut easily DIL leads from the rear,
cut pins on dense PCBs,

medium hard wire 0,4 mm, Cu 1,0 mm,

115 mm, 68 g

575E

Tip cutter flush cut 45°, very small cutting head,

for dedicate work on hybrid circuits or micro modules,
medium hard wire 0,2 mm, Cu 0,6 mm,

110 mm, 67 g

Wire definitions see p. 22



Cutters

Side- and Tip Cutters

Tip Cutters — tapered and relieved head
Fine cutter head. One side is cut away for access even in confined areas.

Model/Order No. Description

592E Side cutter flush cut,
medium hard wire 0,4 mm, Cu 0,8 mm,
115 mm, 67 g

792E Side cutter super full flush cut, very sharp cut,
medium hard wire 0,4 mm, Cu 0,6 mm,
115 mm, 67 g

Tip Cutters — straight, tapered and relieved head
Fine and narrow cutter head allows access in confined areas.

Model/Order No. Description

570E Tip cutter flush cut, horizontal
for cutting at extreme tips,
medium hard wire 0,4 mm, Cu 0,6 mm,
120 mm, 67 g

Tip Cutters — oval head for vertical tip cutting

Model/Order No. Description

573E Tip cutter flush cut, for soft wire,
Cu 0,8 mm,
120 mm, 67 g

Optional: Safety lead device + 12,60 Euro holds wire scraps after cutting.
Note: For all side cutters series 500, 600 and 2400. Add “W" when ordering, e. g. 595EW

Cutters m



Cutters

Side- and Tip Cutters

Series 800 Maxi — high grade tool steel, ESD safe, resharpenable

The strongest and toughest series. Cut relatively large wire sizes.

Micro Medium Maxi
Series 600 Series 2400 Series 500 Series 800
MagicSense
Width a 9,0 mm 11,0 mm 11,0 mm 13,5 mm
Thickness b 6,0 mm 6,0 mm 6,5 mm 7,5 mm

Side Cutters — oval head
The most common cutting head for standard cutting applications. The robust cutting head allows high cutting
capability.

Model/Order No. Description

812N Side cutter semi flush cut, robust head,
medium hard wire 1,2 mm, hard wire 0,6 mm, Cu 1,8 mm,
120 mm, 67 g

896E Side cutter semi flush cut, for hard wire,

Kovar wire, connector pins,
medium hard wire 1,2 mm, hard wire 0,6 mm, Cu 1,8 mm,
120 mm, 67 g

822N Side cutter flush cut,
medium hard wire 1,2 mm, Cu 1,8 mm,
120 mm, 67 g

Wire definitions see p. 22



Cutters

Side- and Tip Cutters

Side Cutters - tapered head
Small tapered head for cutting application in dense working areas.

Model/Order No. Description

886E Side cutter flush cut, with robust, tapered head,
medium hard wire 1,0 mm, Cu 1,8 mm,
120 mm, 83 g

Tip Cutters — tapered and relieved head
The smallest head shape. One side is cut away for access even in confined areas.

Model/Order No. Description

884E Side cutter flush cut, with robust, tapered head,
medium hard wire 0,8 mm, Cu 1,8 mm,
120 mm, 81 g

Optional: Safety lead device + 12,60 Euro holds wire scraps after cutting.
Note: For all side cutters series 500, 600 and 2400. Add “W" when ordering, e. g. 595EW

Cutters m



Cutters

Side- and Tip Cutters

Tungsten Hard Metal Cutters - high grade tool steel, ESD safe, resharpenable
High grade tool steel, Tungsten Carbide blades, for constant load. High precision side cutter for stainless and hard
wires like Nickel plated wire and cored-wire electrode. Piano until 60 HRc.

Side Cutters — oval head
The most common cutting head for standard cutting applications. The robust cutting head allows high cutting
capability.

Model/Order No. Description

622TX Flush cut, miniature side cutter, small head,
piano wire 0,2 mm, medium hard wire 0,6 mm, hard wire 0,4 mm,
Cu1,2mm,
115 mm, 67 g

599T Semi flush cut, robust side cutter,

Tungsten Carbide blades, for standard cutting applications,
high cutting capability, piano wire 0,6 mm,

medium hard wire 1,0 mm, hard wire 0,8 mm, Cu 1,5 mm,
115 mm, 67 g

599TF Flush cut, robust side cutter,
Tungsten Carbide blades, for standard cutting applications,
high cutting capability, piano wire 0,6 mm,
medium hard wire 1,0 mm, hard wire 0,8 mm, Cu 1,5 mm,
115 mm, 67 g

Side Cutters - tapered head
Small tapered head for cutting application in dense working areas.

Model/Order No. Description

595T Side cutter semi flush cut,
Tungsten Carbide blades, piano wire 0,4 mm,
medium hard wire 0,8 mm, hard wire 0,6 mm, Cu 1,5 mm,
115 mm, 67 g

595TF Side cutter flush cut,
Tungsten Carbide blades, piano wire 0,4 mm,
medium hard wire 0,8 mm, hard wire 0,6 mm, Cu 1,5 mm,
115 mm, 67 g

Wire definitions see p. 22



Cutters

Side- and Tip Cutters

Side Cutters — tapered head (continued)

Model/Order No. Description

2476TX1 Flush cut, small head allows very good access, fine tips,
high precision side cutter series 2400 (MagicSense) for
piano wire 0,3 mm, medium hard wire 0,5 mm, hard wire 0,4 mm,
Cu1,0mm

576TX1 Flush cut, small head allows very good access,
fine tips, high precision side cutter for
piano wire 0,3 mm, medium hard wire 0,5 mm, hard wire 0,4 mm,
Cu1,0mm

Tip Cutters — tapered and relieved head
The smallest head shape. One side is cut away for access even in confined areas.

Model/Order No. Description

2476TX Flush cut, high precision tip cutter series 2400 (MagicSense),
very fine tips, piano wire 0,1 mm,
medium hard wire 0,3 mm, hard wire 0,2 mm,
Cu1,0mm

576TX Flush cut, high precision tip cutter,
Tungsten Carbide blades, very fine tips, piano wire 0,1 mm,
medium hard wire 0,3 mm, hard wire 0,2 mm, Cu 1,0 mm,
115 mm, 67 g

Tip Cutters — angled, wide head
Angled head for precision, reach and operator visibility.

Model/Order No. Description

503ET Tip cutter semi flush cut 30°, Tungsten Carbide blades,
wide and robust head but fine cut,
piano wire 0,4 mm, medium hard wire 0,8 mm, hard wire 0,6 mm, Cu 1,2 mm,
110 mm, 67 g

503ETF Same as 503ET but flush cut, Tungsten Carbide blades,
piano wire 0,4 mm, medium hard wire 0,8 mm, hard wire 0,6 mm, Cu 1,2 mm,
110 mm, 67 g

Cutters m



Cutters

Specials / Pneumatic Side + Tip Cutters

Specials — high grade tool steel, ESD safe

Model/Order No.
147A

Description

Side cutter semi flush cut, compound action,
Cu 1,8 mm,

120 mm, 100 g

884EPCM

Side cutter flush cut, for PCB separation only,
115 mm, 79 g, max. cutting capability wide 2,0 mm
thickness 1,5 mm

632NCF

Miniature side cutter super full flush cut, ergonomical line,
designed for soft materials like small Silicone tubinge,

miniature rubber gaskets or cutting of molded soft synthetic parts,
110 mm, 67 g

599F0

Side cutter for Kevlar silks only,
115 mm, 67 g

599TFO

Side cutter semi flush cut, high grade tool steel,
Tungsten Carbide blades, for cutting fibre optics,
Kevlar, vectran braided wires or small stainless wires,
115 mm, 67 g

Pneumatic Side + Tip Cutters

Model/Order No.
1500BSF

Description
Pneumatic cutter housing,
130 mm, 130 g




Cutters

Pneumatic Side + Tip Cutters

Cutting Heads for 1500BSF
Side Cutters — Oval Head

Model/Order No. Description
bd - 1512N Cutting head semi flush cut, high grade tool steel,

A max. Cu 1,6 mm
[ > . 1522N Cutting head flush cut, high grade tool steel,
™ ? 3 | max. Cu 1,6 mm
el o2
o thay
J%&@'
Side Cutters — Tapered Head
Model/Order No. Description
a~ 1522NA Cutting head flush cut, high grade tool steel,
™ max. Cu 1,4 mm
Side Cutters - relieved head
Model/Order No. Description
O 1522NB Cutting head flush cut, high grade tool steel,
™ max. Cu 1,2 mm

Tip Cutters — angled head

Model/Order No. Description
1503E Cutting head flush cut 30°, high grade tool steel,
max. Cu 1,2 mm

Model/Order No. Description
1522NPC Side cutter, suitable for cutting printed circuit boards,
max. cutting capability wide 2,0 mm, thickness 1,5 mm

Cutters m



Cutters

Distance Cutters

Distance Cutters — high grade tool steel, ESD safe
Fixed Cutting Height (= F)

Model/Order No. Description

530E06 Distance cutter, flush cut,
F =0,6 mm, max. Cu 1,2 mm,
120 mm, 67 g

530E08 Distance cutter, flush cut,
F =0,8 mm, max. Cu 1,2 mm,
120 mm, 67 g

530E10 Distance cutter, flush cut,
F=1,0 mm, max. Cu 1,2 mm,
120 mm, 67 g

530E12 Distance cutter, flush cut,
F=1,2 mm, max. Cu 1,2 mm,
120 mm, 67 g

530E13 Distance cutter, flush cut,
F=1,3 mm, max.Cu 1,2 mm,
120 mm, 67 g

530E15 Distance cutter, flush cut,
F=1,5mm, max. Cu 1,2 mm,
120 mm, 67 g

530E18 Distance cutter, flush cut,
F=1,8 mm, max. Cu 1,2 mm,
120 mm, 67 g

530E20 Distance cutter, flush cut,
F =2,0 mm, max. Cu 1,2 mm,
120 mm, 67 g




Cutters

Distance Cutters

Distance Cutters — high grade tool steel, ESD safe
Fixed Cutting Height (= F), angle 45°

Model/Order No. Description

549E Distance cutter, flush cut,
F=1,5mm, max. Cu 1,2 mm,
120 mm, 67 g

549E10 Distance cutter, flush cut,
F=1,0 mm, max. Cu 1,2 mm,
120 mm, 67 g

549E12 Distance cutter, flush cut,
F=1,2mm,max.Cu 1,2 mm,
120 mm, 67 g

Distance Cutters — high grade tool steel, ESD safe
Adjustable Cutting Height (= V)

Model/Order No. Description

O ’ 530E15A Distance cutter, flush cut,
™ 4 V=1,2to 6 mm, max. Cu 1,2 mm,
120 mm, 70 g
O 7 573EB Distance cutter, plastic anvil, flush cut,
™ . V =0 to 5 mm, max. Cu 0,8 mm,
115 mm, 70 g

Cutters m



Pliers

Pliers — high grade tool steel, anti-glare finish, ESD safe

Model/Order No.
543E

Description
Round nose plier, with smooth jaws, very precise,
120 mm, 67 g

547 Needle nose plier, with smooth rounded jaws, very precise,
120 mm, 67 g
542E Flat nose plier, with smooth jaws,
precise radiused edges,
120 mm, 67 g
531E Flat nose plier, Nylon inserts to prevent nicking
125 mm, 67 g
544E Chain nose plier, with smooth jaws,
120 mm, 67 g
544D Chain nose plier, with smooth jaws,

inside serrated,
125 mm, 67 g




Pliers

Pliers Series 2400 MagicSense - high grade tool steel, anti-glare finish, ESD safe

Model/Order No. Description

2411P Needle nose pliers with smooth rounded jaws,
very precise,
146 mm

2411PD Needle nose pliers, same as 2411P,
but inside serrated tips,
146 mm

2442P Flat nose pliers with smooth jaws,
precise radiused edges,
146 mm

2443pP Round nose pliers with smooth jaws,
very precise, for bending wires,
146 mm




EROP

Cutters and Pliers

Side Cutters

Model/Order No. Description

EROP355 Side cutter, semi flush cut,
burnished, ESD safe, max. Cu 1,0 mm,
110 mm, 61 g

EROP155 Side cutter, semi flush cut,
burnished, ESD safe, max. Cu 1,0 mm,
110 mm, 72 g

EROP419 Side cutter, semi flush cut,
burnished, ESD safe, max. Cu 2,0 mm,
130 mm, 110 g

EROP357 Side cutter, semi flush cut,
burnished, ESD safe, max. Cu 0,6 mm,
110 mm, 61 g

Tip Cutters

Model/Order No. Description

EROP331 Tip cutter, flush cut,
burnished, ESD safe, max. Cu 1,5 mm,
120 mm, 81 g

EROP330 Tip cutter, flush cut,
burnished, ESD safe, max. Cu 1,0 mm,
130 mm, 84 g

AR AN Y

m EROP Cutters and Pliers



EROP

Cutters and Pliers

Pliers

Model/Order No. Description

EROP172 Round nose plier, burnished, ESD safe,
125 mm, 63 g

EROP174 Needle nose plier, burnished, ESD safe,
120 mm, 66 g

EROP277 Needle nose plier, burnished, ESD safe,
140 mm, 90 g

EROP280 Needle nose plier, burnished, ESD safe,
170 mm, 113 g

EROP170 Flat nose plier, burnished, ESD safe,
120 mm, 63 g

EROP171 Flat nose plier, burnished, ESD safe,
120 mm, 67 g

EROP Cutters and Pliers m



Stripping Tools

Front Stripping — high grade tool steel, ESD safe

Model/Order No. Description

510AE Front stripping tool,
adjustable AWG 30-18 (0,25-1,02 mm),
120 mm, 75 g

552E Front stripping tool, high precision,
adjustable AWG 42-24 (0,06 — 0,60 mm),
120 mm, 80 g

Side Stripping — high grade tool steel, ESD safe

~ Model/Order No. Description
- 5528 Side stripping tool, high precision,
adjustable AWG 42-24 (0,06 — 0,60 mm),

h 120 mm, 80 g

m Stripping Tools



Pre-Forming Tools

For Passive Components — high grade tool steel, anti-glare finish, ESD safe

Model/Order No. Description
554E Pre-forming tool, u-shape max. 65 mm,
capacitors 0,7 mm, resistors 1/2 W,
/@;é&imm 120mm, 70 g
RN
Rz 2mm
554A Pre-forming tool, u-shape transverse,
O max. 65 mm, head width 4 mm,
/a;_;\f © 120mm,70g
' N\
1.8 mm
554TX Pre-forming tool, double u-shape simultaneously,
R=1.2mm max. 65 mm, head width 2,5 mm,
T} 120 mm, 70 g
H
4.5 mm
50788 Pre-forming tool, cut and bent max. 65 mm,
120 mm, 70 g
|~3mm
Immesd e HetSmmo BN dmm
507892 Pre-forming tool, cut and bent max. 65 mm,

120 mm, 70 g

Pre-Forming Tools m



Pre-Forming Tools

For Active Components - high grade tool steel, anti-glare finish, ESD safe

Model/Order No. Description
500103A Pre-forming tool, bents 3—-12 mm,
,‘\ 120 mm, 85 g
2/} /./
/':I— ]' - /
7]
500210E Pre-forming tool, cut and bent 3,8—15 mm,

120 mm, 85 g

Pre-forming tool for 3 leads, 3,5-15 mm,
120 mm, 85 g

For Flat Packs, Quads - high grade tool steel, ESD safe

Model/Order No. Description
80013C Pre-forming tool, cut and bent, max. 13 mm,
%@,\ 120 mm, 100 g

™.
-
K

% b -

sl

For DIL / IC - high grade tool steel, ESD safe

Model/Order No. Description
8091C Pre-forming tool, cut and bent, up to 20 pins,
120 mm, 98 g
-~
e .\9 s
Gt \/gy i
or




IC + SMD Tools

Inserting and Extracting — high grade tool steel, ESD safe

Model/Order No.
505C

Description

Inserting and extracting pliers,
14-16 pins, 20 mm, adjustable,
120 mm, width .300

505BGC

Inserting and extracting pliers,
28 pins, 36 mm, adjustable,
120 mm, width .300

505BG

Inserting and extracting pliers,
28 pins, 36 mm, adjustable,
120 mm, width .600

Straightening — high grade tool steel, ESD safe

Model/Order No.
808G

Description

Straightening pliers,

8 to 16 pins, parallel or laterally,
125mm, 85 ¢

Cutting - high grade tool steel, anti-glare finish, ESD safe

Model/Order No.
670EP

Description
High precision tip cutter for cutting leads up to 0,25 mm,
110 mm, 48 g

o 593AE

High precision tip cutter bent, cuts leads form the rear,
medium hard wire 0,4 mm, Cu 1,0 mm,
115 mm, 67 g

IC- und SMD-Tools m



Fibre Optic Tools/Kits

Side Stripping — high grade tool steel, anti-glare finish, ESD safe

Model/Order No. Description

5525 Side stripping tool, high precision,
adjustable AWG 42-30

IF@«?. 120 mm, 80 g

Cutting - high grade tool steel, ESD safe

Model/Order No. Description

599F0 Side cutter for Kevlar silks only,
115 mm, 67 g

599TFO Side cutter semi flush cut, Tungsten Carbide blades,
for cutting fibre optics, Kevlar and small stainless wires,
115 mm, 67 g

Holding / Gripping

Model/Order No. Description

249SA Precision tweezers with PPS tips,
special stainless steel, unmagnetic,
120 mm, 20 g

Kit for SMD handling

Model/Order No. Description

3900KC Kit for SMD handling
consists of:
51SA precision tweezers
102ACA SMD tweezers
103ACA SMD tweezers
150SAMB SMD tweezers
150SAMF SMD tweezers
670EP tip cutter

m Fibre Optic Tools/Kits



Vacuum Manipulator

Handle

Model/Order No. Description
3000ESD Handle
Adapter

Model/Order No. Description

Adapter 360° rotating, straight nozzle

Adapter fix for use with suction tips series 3300

Adapter fix for use with suction cup 2052E

3200
e 3231
3232
Suction Tips Straight
Model/Order No.
U 20442

Description
Suction tip 0,90 mm straight, Teflon tip for use with
rotating adapter 3200 or fix adapter 3232

E 20412

Suction tip 1,4 mm straight, Teflon tip for use with
rotating adapter 3200 or fix adapter 3232

Suction Needles

Model/Order No.

3 3303

Description
Suction needle bent 45°, 0,16 mm, stainless steel,
for use with fix adapter 3231

33052

Suction needle bent 45°, 0,25 mm, stainless steel,
for use with fix adapter 3231

3310z

Suction needle bent 45°, 0,65 mm, stainless steel,
for use with fix adapter 3231

Vacuum-Manipulator m



Vacuum Manipulator/Kits

Suction Cups

Model/Order No. Description
i 2052E Suction cup @ 4,5 mm, Silicone rubber, for use with
D’ ] rotating adapter 3200 or fix adapter 3232

Accessories

Model/Order No. Description
37152 Membrane pumb 230V, 5 I/min, max. vacuum -250 mbar
(NOT FOR USE WITH 3000WESD)

3008ESD Tubing system flexible, 1,8 m, ESD safe
3717 Filter for tubing system 3008ESD
3740 Table holder for 3000ESD

w/0 accessory

Vacuum-Kit

Model/Order No. Description
3000KCESD Vakuum-Kit

consists of:

3000ESD Handle

3200 Adapter rotating

3231 Adapter fix

33052, 33102, 3315 Suction needles bent
2052E Suction cup 4,5 mm
KDS 260L Suction cup 9,5 mm
3740 Table holder

3715Z Membrane pump 230V
3008ESD tubing system

3717 Filter

102ACA SMD tweezers

m Vacuum-Manipulator



Tool Kits

Erem Toolset Universal

Model/Order No. Description

3600KU Erem Toolset Universal

consists of:

XP600 Precision-screwdriver set for electronics

2412E Series 2400 MagicSense side cutter, semi-flush, oval head
2442P Series 2400 MagicSense flat nose pliers

622NB Tip cutter, flush, relieved, long, fine head

AASA Precision tweezers

2ASASL Precision tweezers

Erem 2400 MagicSense

Model/Order No. Description

2400KMS Erem 2400 MagicSense
consists of:
2412E Series 2400 MagicSense side cutter, semi-flush, oval head
2482E Series 2400 MagicSense tip cutter, flush, narrow head
2411P Series 2400 MagicSense needle nose pliers

Erem Tweezers Prime Selection

Model/Order No. Description
3300TPS Erem Tweezers Prime Selection
consists of:
35A Precision tweezers with pointed tips straight
2ASA Precision tweezers with flat rounded tips for gripping smaller components,
tip width 2 mm
7SA Precision tweezers curved, relieved, with pointed tips

Erem SMD Tweezers — Universal

Model/Order No. Description

3400TSMDU Erem SMD Pinzetten — Universal
consists of:
103ACA SMD precision tweezers angled 45°, tip width 0.5 mm
150SAMF SMD precision tweezers with round tips, angled 40°
102ACAX SMD precision tweezers with angled pointed tips
7SA Precision tweezers curved, relieved, with pointed tips

Erem Premium Tweezers

Model/Order No. Description

3500TP Erem Premium Tweezers
consists of:
35A Precision tweezers with pointed tips straight
2ASA Precision tweezers with flat rounded tips
7SA Precision tweezers curved, relieved, with pointed tips
102ACA SMD precision tweezers tip width 0.5 mm, angled 45°
15AGW Cutting tweezers with narrow oblique head

Vacuum-Manipulator m
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Dispensers & Systems

KDS824A

Order No.
0053163699

Model
KDS824A
Deluxe Shot Meter 230V/120V

Description
¢ Shot time duration adjustable from
0,01 to 99,99 seconds
¢ Vacuum feature prevents dripping
o Electrically actuated foot pedal
* One channel without time controlled air

KDS834A Order No.
0053165699

Model
KDS834A
Economy Shot Meter 230V/120V

Description

¢ Shot time duration adjustable from
0,01 to 99,99 seconds

¢ Vacuum feature prevents dripping

o Electrically actuated foot pedal

Model
KDS806V
Foot Valve with Vacuum

Description

® Basic ON-OFF function

e Foot actuated for excellent ergonomics

* Works on compressed air input only,
no electricity required

¢ 0-100 PSI regulator and gauge

e Vacuum feature prevents dripping

KDS806V Order No.
KDS806V
Wands
Order No.
KDS301

Model
KDS301 Vacuum Pick-up Wand

Description

e Attaches to the air accessory port of
the KDS824A

¢ A finger control on the wand allows an
easily pick up of small components

¢ Comes with three sizes of conductive suction cups
KDS260S (3,2 mm), KDS260M (6,3 mm), KDS260L (9,5 mm)

Spare Parts Suction Cups KDS301

Order No.
KDS260S
KDS260M
KDS260L

Model
KDS260S
KDS260M
KDS260L

Description

Suction Cup Small 3,2 mm for KDS301
Suction Cup Medium 6,3 mm for KDS301
Suction Cup Large 9,5 mm for KDS301

Dispensers & Systems / Wands m



Syringe Adapters

¢ Unique design works with all manufacturer’s syringes
® 360° swivel on adapter head for ease of motion
e Use with single component, two part, self-leveling and non-self-leveling materials

Metal Adapters Assemblies (universal)

e Metal syringe adapter with 6" (2 m) air line and fitting
e Plugs directly into any shot meters

e Fittes all syringes usual in trade

Order No. Size Airline Diameter Pack quantity
Inch mm
KDS80556 5CC 3/3," 24 1
KDS81056 10CC 3/3," 24 1
KDS83056 30CC 3/3," 24 1
Plastic Adapters Assemblies
* Plastic adapter head with 6" (2 m) air line and fitting
e for Kahnetics syringes only
) Order No. Size Airline Diameter Pack quantity
Inch mm
KDS510S6 10CC 3/3," 24 1
KDS53056 30CC 3/3," 24 1
" Miscellaneous Accessories
- ]
Order No. Description
T KDS816 Syringe Holder Stand

KDS816



Needles

Stainless Steel Plastic Hub Dispensing Needles

Order No.
KDS1412P
KDS141P

KDS1512P

KDS1612P
KDS161P
KDS16112P

KDS1712P

KDS1812P
KDS181P

KDS1912P
KDS191P

KDS2012P
KDS201P

KDS2112P

KDS2212P
KDS221P

KDS2312P
KDS2512P
KDS3012P
KDS660

Description

Threaded Hub Needle
Threaded Hub Needle
Threaded Hub Needle

Threaded Hub Needle
Threaded Hub Needle
Threaded Hub Needle

Threaded Hub Needle

Threaded Hub Needle
Threaded Hub Needle

Threaded Hub Needle
Threaded Hub Needle

Threaded Hub Needle
Threaded Hub Needle

Threaded Hub Needle

Threaded Hub Needle
Threaded Hub Needle

Threaded Hub Needle
Threaded Hub Needle
Threaded Hub Needle
500 Pieces Needle Kit

KDSSAMPLEPACK Needle Sample Pack

Packages 1.000 pcs. on request

Gauge

14
14

15

16
16
16

17

18
18

19
19

20
20

21

22
22

23
25
30

Inside @

Inch
0,067
0,067

0,060

0,053
0,053
0,053

0,045

0,038
0,038

0,032
0,032

0,026
0,026

0,023

0,019
0,019

0,017
0,012
0,006

mm
1,70
1,70

1,52

1,35
1,35
1,35

1,14

0,97
0,97

0,81
0,81

0,66
0,66

0,58

0,48
0,48

0,43
0,30
0,15

Outside @

Inch
0,083
0,083

0,072

0,064
0,064
0,064

0,060

0,050
0,050

0,042
0,042

0,035
0,035

0,032

0,028
0,028

0,025
0,020
0,012

mm
21
21

1,83

1,63
1,63
1,63

1,52

1,27
1,27

1,07
1,07

0,89
0,89

0,89

0,71
0,71

0,64
0,51
0,30

Length
Inch mm
1, 12,70
1 25,40
A 12,70
1, 12,70
1 25,40
11, 3810
A 12,70
1, 12,70
1 25,40
A 12,70
1 25,40
1, 12,70
1 25,40
A 12,70
1, 12,70
1 25,40
A 12,70
1, 12,70
A 12,70

Pack
quantity
dark green 50
dark green 50

Colour

orange 50
purple 50
purple 50
purple 50
white 50
pink 50
pink 50
brown 50
brown 50
yellow 50
yellow 50
green 50
black 50
black 50
light blue 50
blue 50
lavender 50

500

5

Needles m



Needles

r
= -
o
.
I
Tapered Tip Needles
Order No. Description Gauge Inside O Colour Pack
Inch mm quantity

KDS14TNP Taper Tip Needle 14 0,063 1,60 salmon 50
KDS16TNP Taper Tip Needle 16 0,048 1,22 grey 50
KDS18TNP Taper Tip Needle 18 0,034 0,86 green 50
KDS20TNP Taper Tip Needle 20 0,024 0,61 pink 50
KDS22TNP Taper Tip Needle 22 0,017 0,43 blue 50

Miscellaneous Accessories

Order No. Description Pack quantity

KDS825 Panel Mount Coupler

KDS900 Male Connector large Barb

KDS901 Female Connector for KDS301

TAL332CH air-line for syring adapter

APC5132CM air-line for KDS301

m Needles / Accessories
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Surveys

Function of Soldering, Microtools, Hot Air and
Desoldering Stations

Tools — Stations

Soldering Irons — Soldering Tips

Irons — Nozzles

Tools — Safety Rests

Soldering Stations

Electronically Controlled Soldering Stations
Soldering with Inert Gas

Solder Feeder Systems

Solder Stations for use with Solder Robots
Ferro Magnetic Controlled Soldering Stations
(Magnastat)

Soldering Irons and Tips

Electronically Controlled Low Voltage Soldering

Irons and Tips
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Magnastat Controlled Low Voltage Soldering
Irons and Tips

Magnastat Controlled Line Voltage
Soldering Irons

Unregulated Line Voltage Soldering Irons
Butane Gas Powered Soldering Irons
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Desoldering Irons, Nozzles and Heads
Hot Air Stations

200 W Hot Air Stations
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700 W Hot Air Stations
Hot Air Guns

Hot Air Irons and Nozzles

61 - 65
61

62 - 63
64

65

66 — 67
68 - 81
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78
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81
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100
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159 - 165
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170-171
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174-175
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Function of Soldering, Hot Air and Desoldering Stations

self contained for connection of extemal supply

of compressed airfinert Gas
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Soldering

50w 8w 120w 150w

WS 51 |

WS 81 |
WD 1000 |
WSD 81 |
WD 2000 |
WD 1

WD 2

WSD 151 |
WD 1M

WD 2M

WD 3M

WAD 101

WDD 81V

WDD 161V |

WHA 3000V

WHA 3000P

WHA 900

WMD 1A

WMD 1D

WMD 3K2 |
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200W 40 W/ 80 W Tweezers
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Hot Air
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Survey Tools

Stations

Tools Tip delivered

N

DXV 80 DX 113 HM

FE 50M LT B with adapter

FE 80 HT 2 [ | [ | [ | [ | [ | [ | [ | [ |
E

HAP 200

LR 82 HT 2 | | | | | [ | | |
TCP S LT B with adapter

WwmP NT 1 [ | | | | | [ | | u
WSB 150 | | [ | | |
WP 120 XTB | | |
WP 200

WTA 50 WTA1 [ | [ | [ | [ | [ | [ | [ | [ |
WMRT RTW 2 [ | | [ | |
N

WRK







Survey Soldering Tips and Soldering Irons
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Survey Reflow Nozzles
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Survey Safety Rests

Safety Rest
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SUPERIDR

LEAD
FREE

PERFORMAMNCE

The High Speed Regulation enables

the use of the micro tools WMRP

and WMRT. In addition further Weller
standard tools are applicable.

A simultaneous use of 2 soldering tools
up to 80 Watt is possible with the

WD 2M. When using a soldering tool
with 150 W, the second channel will
automatically be switched OFF.

The big LC display allows clear infor-
mation and simple handling.

Three fixed temperatures can be
assigned with the temperature buttons.
You can set the temperature value as
desired.

The following settings are possible
without any accessory unit: custom-
designed calibration function,
programmable temperature decrease
(setback), interlock functions and
remote ID for ISO applications.

The USB Interface allows exact data
logging and various ISO applications.
There is the possibility of control of the
station via external PC.



Electronically Controlled Soldering Station

Electronic Soldering Station with additional High Speed Regulation for Micro Soldering Tools
USB Interface for data logging and PC-Control included

The Weller WD M Multifunction Devices are designed for special soldering tasks in the industrial manufacturing
and repair service. The additionally included High Speed Regulation enables the use of the micro tools WMRP and
WMRT. In addition further Weller standard tools are applicable. The USB Interface allows various 1SO applications
and the control of the station via external PC.

Order No. Model Description
005 34 066 99 WD 1M Power Unit digital 160 W, 230 V,
for Micro Soldering Iron WMRP and Micro
Tweezers WMRT with USB-Interface
* Soldering Tools to be ordered separately
¢ High Speed Regulation for Micro Soldering Tools WMRP and
micro tweezers WMRT
¢ Digital temperature control for all Weller Soldering Tools up to 150 W
e Temperature range 50°C-450°C
¢ High contrast LC-Display
o Three short-keys for self programmable preset temperatures
e Special function menu for custom specific calibration,
Set-Back, Lock, Remote ID for 1SO applications
¢ Automatic tool recognition
o Safety class 1 (power unit), safety class Ill (soldering iron)
¢ Potential-free plug (factory set hard grounded)
® Dimensions: 134 x 108 x 147 mm (Lx W x H)
e USB-interface

consists of: WD 1M Power Unit
Power Cord
Potential Free Plug
USB cable and software CD

WD 1M Power Unit 120 V / 100 V available on request

Order No. Model Description

005 34 166 99 WD 1000HPT Mirco Soldering station digital 160 W, 230 V,

with High Power soldering iron WP 120

¢ When placing the iron in the safety rest WDH 10T the power is
switched OFF at once or with time delay

e Soldering tips can be changed solely by hand, no other tool needed

e Heating-up time max. 4 sec.

2
consists of:
0053406699 WD 1M Power unit, USB cable and software CD
0052919399 WP 120 High Power Soldering pencil with soldering tip XTB
0051516199 WDH 10T Safety rest for WP 120 with Stop+Go function



Electronically Controlled Soldering Stations

Order No. Model Description

005 34 086 99 WD 1000M Mirco Soldering station digital 160 W, 230 V,

with Micro Soldering Pencil WMRP, 40 W

¢ The high-grade heat transfer system ensures perfect stability
of tip-temperature

e Control unit WD 1M and soldering pencil WMRP

¢ When placing the iron in the safety rest WDH 50 the power is
switched OFF at once or with time delay

e Soldering tips can be changed solely by hand, no other tool needed

e Heating-up time max. 5 sec.

Soldering Tips: see page 91 consists of:
Spare parts: www.weller.eu 0053406699 WD 1M Power unit, USB cable and software CD
0052917199 WMRP Soldering pencil WMRP, 40 W
0054460399 RT3 RT 3 soldering tip, chisel tip 1,3 x 0,4 mm
0051515699 WDH 50 Safety rest for WMRP micro soldering pencil
with Stop+Go function
Order No. Model Description
005 34 106 99 WD 2M 2 Channel Power Unit digital 160 W, 230V,

for Micro Soldering Iron WMRP and

Micro Tweezers WMRT with USB-Interface

® Soldering Tools to be ordered separately

e Basic functions as WD 1M

e Simultaneous use of 2 soldering tools up to 80 Watts

¢ When using a soldering tool with 150 W, the second channel
will automatically be switched OFF

e Temperature range 50°C—-450°C

® Dimensions: 134 x 108 x 147 mm (Lx W x H)

e USB-interface

consists of: WD 2M Power Unit

Power Cord

Potential Free Plug

USB cable and software CD
Purchase Order Proposal:
WD 2M power unit, WMRP micro soldering iron, WDH 50 safety rest with Stop+Go function,
WMRT micro tweezers, WMRTH safety rest with Stop+Go function. Soldering tools WMRP and
WMRT on page 91/92.

WD 2M Power Unit 120 V / 100 V available on request



Electronically Controlled Soldering Station

Order No.

005 34 126 99 WD 2000M

consists of:
005 34 106 99
00529171 99
005 44 603 99
005 15 156 99
005 13 174 99
005 44 652 99
005 15 146 99

Order No.
005 33 726 99

consists of:

Model

WD 2M
WMRP
RT3
WDH 50
WMRT
RTW 2
WMRTH

Model
WD 3M

WD 3M

Description

2 Channel Power Unit digital 160 W, 230 V,
with Micro Soldering Iron WMRP and
Micro Tweezers WMRT. With USB-Interface
® basic functions as WD 1M

Power Unit

Micro soldering iron

RT 3 soldering tip, chisel tip 1,3 x 0,4 mm
Safety rest with Stop+Go function

Micro tweezers

RTW 2 Tip Set 0,7 x 0,4 mm

Safety rest with Stop+Go function

Power Cord

Potential Free Plug

USB cable and software CD

Soldering tools WMRP and WMRT on page 91/92.

Description

Power Unit digital 420 W, 230 V

for High Power Soldering irons WP 120, WP 200

and Micro tools WMRP and WMRT.

With USB Interface.

* Soldering Tools to be ordered separately

¢ High Speed Regulation for Micro Soldering Tools WMRP and
micro tweezers WMRT

e Digital temperature control for all Weller Soldering Tools up to 200 W

 Temperature range 50°C—450°C (WSP 150 550°C)

¢ High contrast LC-Display

o Three short-keys for self programmable preset temperatures

e Special function menu for custom specific calibration,
Set-Back, Lock, Remote ID for 1SO applications

¢ Automatic tool recognition

o Safety class 1 (power unit), safety class Ill (soldering iron)

¢ Potential-free plug (factory set hard grounded)

® Dimensions: 134 x 108 x 147 mm (Lx W x H)

e USB-interface

WD 3M Power unit

Power Cord

Potential Free Plug

USB Cable and software CD

Power Unit 120 V/ 100 V available on request



Electronically Controlled Soldering Stations

Order No. Model Description
005 33 736 99 WD 3000HPT Soldering Station digital 420 W, 230 V
with High Power Soldering Iron WP 120, Micro Soldering
Iron WMRP and Micro Tweezers WMRT
¢ WP 120 High-Power Soldering Iron for HF shieldings,
Micro-Tools for handling of small and sensitive SMT components.
e Three channels with High-Speed-Regulation for all
Micro-Tools and the High-Power Soldering Iron WP 120.
e Dimensions (L x W x H): 237 x 235 x 102 mm/10.75 x 9.25 x 4.02 inches
e Mains voltage: 230 VV / 50/60 Hz; 120V / 50/60 Hz
e Power input: max. 420 W
e Protection class: |
e Temperature control: 50°C — 450°C (150°F — 850°F)
¢ Temperature accuracy: + 9°C (x 17°F)
¢ Temperature stability: + 5°C (x 9°F)
¢ Tip-to-ground resistance: < 2 ©
¢ Potential-free plug (factory set hard grounded)

consists of:

0053372699 WD 3M Power Unit

0052919399 WP 120 High Power Soldering Iron, 120 W
0051516199 WDH 10T Safety Rest with Stop + Go function
0052917199 WMRP Micro Iron, 40 W

0054460399 RT3 Soldering tip

0051515699 WDH 50 Safety Rest with Stop + Go function
0051317499  WMRT Micro Tweezers, 80 W (2 x 40 W)
0051514699 WMRTH Safety Rest with Stop + Go function
00544 65299 RTW?2 Soldering tip Set

Order No. Model Description

005 33 746 99 WD 3002HPT Soldering Station digital 420 W, 230 V

with two High Power Soldering Irons WP 120

* One station, two High-Power Soldering Iron for
different applications or parallel work.

eThree channels with High-Speed-Regulation for all
Micro-Tools and High-Power Soldering Iron WP 120.

consists of:
0053372699 WD 3M Power Unit
0052919399 WP 120 High-Power Soldering Iron, 120 W, 2x

0051516199 WDH 10T Safety Rest with Stop + Go function, 2x



Electronically Controlled Soldering Stations

Electronically Controlled Soldering Stations

The Weller Silver Line Series has been developed for electronic experts. The tip temperature is electronically con-
trolled. The maximum temperature is 450°C (WSD 151 550°C) within a tolerance of £2%. With the antistatic
properties of the power unit and the soldering iron the stations meet all current requirements of ESD safety.
Potential balance of the soldering tip can be effected by a plug. All electronically controlled Weller tools can be
connected up to the maximum power of the according station. The automatic tool recognition provides the
optimal settings of the tools.

Order No. Model Description
005 34 006 99 WD 1 Power unit digital 80 W, 230 V

for Soldering Iron WP 80 with USB Interface (optionally)

¢ Microprocessor-controlled soldering station in a modern ergonomic
design for Weller soldering tools up to 80V

e Temperature control 50°C—450°C

* Big LC display

o Three fixed temperatures can be assigned with the
temperature buttons.

o The following settings are possible without any accessory unit:
custom-designed calibration function, programmable temperature
decrease (setback), interlock functions and remote ID for ISO applications.

¢ The antistatic design of the safety rest has got four different settings.

* The soldering tools themselves are recognised automatically by the
WD 1 /WD 1000 and the corresponding control parameter assigned.

® Protection class | (control unit), protection class Il (soldering iron)

¢ Equipotential bonding (normal state hard grounded)

e Dimensions: 134 x 108 x 147 mm (L x W x H)

You find the application-oriented soldering tools WP 80,

WMP, MPR 80, LR 82 on pages 84/93/87/97.

For lead free soldering we recommend soldering set

WP 80 (page 84).

Accessory:
005 3118599 USB interface for I1SO application
WD 1 Power Unit 120 V / 100 V available on request
Order No. Model Description
005 34 026 99 WD 1000 Soldering station, digital, 80 W, 230 V

with soldering iron WP 80 (80 W)
and with USB interface (optionally)
e same functions as WD 1

005 34 006 99 WD 1 Power unit

00529 180 99 WP 80 Soldering iron with LT B tip
Soldering Tips: see page 87 and the 005 15 121 99 WDH 10 Safety rest
following
Spare parts: see www.weller.eu

Accessory:

005 3118599 USB interface for I1SO application



Electronically Controlled Soldering Stations

Order No. Model
005 34 026 70 WD 1000T

consicts of:

0053400699 WD 1
0052918099 WP 80
0051516199 WDH 10T

Order No. Model
005 34 046 99 WD 2

Accessory:
00531 18599

WD 2

Order No. Model
005 34 146 99 WD 2000

’ consists of:

005 34 046 99
Soldering Tips: see 87 and the following 005 29 180 99

Spare parts: see www.weller.eu

005 15121 99
Accessory:
005 31 18599

Description
Micro Soldering station digital 160 W, 230 V,
with Soldering Iron WP 80, 80 W
¢ When placing the iron in the safety rest WDH 10T
the power is switched OFF at once or with time delay
e Soldering tips can be changed solely by hand, no other tool need
® Heating-up time max. 5 sec.

Power unit
Soldering iron with soldering tip LTB
Safety rest for WP 80 with Stop+Go function

Description

Power unit digital 160 W / 230 V for Soldering Iron

WP 80 (80 W) and with USB Interface (optionally)

 Microprocessor-controlled soldering station in a modern ergonomic
design for Weller soldering tools up to 150 W

e Temperature control 50°C—450°C

* Big LC display

o Three fixed temperatures can be assigned with the temperature buttons.

o The following settings are possible without any accessory unit:
custom-designed calibration function, programmable temperature
decrease (setback), interlock functions and remote ID for ISO applications.

¢ The antistatic design of the safety rest has got four different settings.

* The soldering tools themselves are recognised automatically by the
WD 1 /WD 1000 and the corresponding control parameter assigned.

® Protection class | (control unit), protection class Ill (soldering iron)

¢ Equipotential bonding (normal state hard grounded)

® Dimensions: 134 x 108 x 147 mm (L x W x H)

You find the application-oriented soldering tools WP 80,

WMP, MPR 80, LR 82 on pages 84/93/87/97.

For lead free soldering we recommend soldering set WP 80 (page 84).

USB interface for I1SO application
Power unit 120 V / 100 V available on request

Description

Soldering station, digital, 160 W, 230 V
with 2 x soldering iron WP 80 (80 W)
and with USB interface (optionally)

e same functions as WD 2

WD 2 Power unit
2 x WP 80 Soldering iron with LT B tip
2 x WDH 10 Safety rest

USB interface for I1SO application



Electronically Controlled Soldering Stations

Order No. Model
005 32 606 99 WSD 81

s
T Y e

Soldering Tips: see page 87ff

Spare parts: see www.weller.eu consists of:
0053262699 PUD 81
0052916199 WSP 80
0051514099 WPH 80

005 1512499 WDC

Accessory:
005 13 824 99

Order No. Model
005 32 766 99 WSD 151

Soldering Tips: see page 87

Spare parts: see www.weller.eu consists of
0053278699 PUD 151
0052917099 WSP 150
0051502799 KH27

005 3278499 PUD 151

Description

Soldering station digital 80 W, 230 V,

with 80 W Silver Line soldering iron

¢ Digitally controlled electronic for soldering tools up to 80 W

e Temperature range 50°C-450°C

e Temperature control via buttons

e 3-position digital display

e Calibration box WCB 2 (see page 174) may be connected for
CALIBRATION, LOCK OUT or OFFSET function

® Key switch

e Protection class 1

e Antistatic housing

e Equipotential bonding (normal state hard grounded)

¢ Automatic tool recognition

® Dimensions: 166 x 115 x 101 mm (Lx W x H)

Power unit
Soldering iron 80 W, 24 V with soldering tip LT B
Safety rest

Weller WDC - Dry Cleaner
The solution for cleaning from lead free solder!
For further information see page 182.

Metal wool WDC replacement (2 pieces)

Description

Soldering station digital 150 W, 230 V

¢ 150 W soldering iron WSP 150 for high temperature soldering

e Digitally controlled electronic for soldering tools up to 150 W

e Temperature range 50°C—550°C (automatically limited to 450°C
if any other tool than WSP 150 is connected)

e Temperature control via buttons

e 3-position digital display

e Calibration box WCB 2 (see page 174) may be connected for
CALIBRATION, LOCK OUT or OFFSET function

e Protection class 1

e Antistatic housing

e Equipotential bonding (normal state hard grounded)

e Automatic tool recognition

® Dimensions: 166 x 115 x 101 mm (Lx W x H)

Power unit
Soldering iron 150 W, 24 V with soldering tip LHT F
Safety rest

Power unit switchable 150 W, 120V / 240 V,
with US plug



Electronically Controlled Soldering Stations

Perfect Solution for Lead Free Soldering Applications under an Atmosphere of Inert Gas
The Weller WP 801G and WP 120IG Soldering Irons are the perfect solution for lead free soldering applications
where soldering under an atmosphere of inert gas is required to prevent joint oxidization.

Driven from the PU WAD 1011G control unit, inert gas is fed through openings in the heating element to envelop
the solder joint. The WDH 10T safety rest with Stop+Go function starts the gas flow when the iron is removed
and stops it when the iron is replaced.

Advantages of an Inert Gas Soldering Iron:

¢ Oxygen will be blocked out from solder joint and soldering tip
— Less oxidazion on solder joint and soldering tip
— Less surface tension of solder
— Better flow characteristics of solder

* Preheating of solder joint

e Better and consistent activation of flux

Order No. Model Description
WAD 101I1G Soldering station digital, 120 W for soldering
with inert gas
A anAARRARARAAAASE Power unit PUWAD 1011G

e Temperature range: 50 °C — 450 °C
e Power: 120 W, 230 W

e Control range 1G 0 — 5 Ltr. min.

¢ |G deactivation adjustable (fix 2 min)

Accessories:

0052919799  Soldering iron
WP 80IG e Temperature range: 50 °C — 450 °C
e Power: 80 W, 24V

0052919899  Soldering iron

WP 120IG e Temperature range: 50 °C — 450 °C
j e Power: 120 W, 24V

005 1516199  WDH 10T Safety rest with Stop + Go function




Solder Feeder Systems

Soldering Tips: see page 87
Spare parts: see www.weller.eu

Solder Feeder Systems

The WSF 81D5 will dispense solder wire with a diameter of 0,5 mm to 0,8 mm, the WSF 81D8 will dispense solder
wire with a diameter of 0,8 mm to 1,5 mm. By switching over the operating mode and adjusting the heating
element on the WSF soldering iron, the operator can switch between automatic (SFA) and continuous (SFC) solder
supply at any time. In the operation mode “automatic” (SFA) the preset quantity of solder is fed by the activation
of the finger switch (optional: foot switch or external contact). The required amount of solder can be continously
adjusted from 1-10 mm. The feed interval is shown digital. In the operation mode “continous” (SFC) the solder
feed is activated for as long as the finger switch (optional: foot switch or external contact) is activated. The speed
of the feed rate can be continously adjusted and is shown digitally. The control unit is fitted with digital electronics
for regulating the soldering iron temperature and solder feed operation.

Order No. Model Description

005 28 226 99 WSF 81D8 Solder feeder system 80 W, 230V,

for wire © 0,8-1,5 mm

e Digitally controlled electronic

e Temperature range 50°C—450°C

e Temperature control via buttons

e 3-position digital display

e Calibration box WCB 2 (see page 162) may be connected for
CALIBRATION, LOCK OUT or OFFSET function

® Protection class 1

e Antistatic housing

e Equipotential bonding (normal state hard grounded)

¢ Automatic tool recognition

® Dimensions: 120 x 217 x 199 mm (Lx W x H)

consists of:
Power unit

0052811699 WSF2 Feeding unit

0052812299 WSFP 8 Soldering iron 80 W, 24 V for wire @ 0,8-1,5 mm
with soldering tip LT BX

0051502899 AKS Safety rest

Accessory:

00513 120 99 Foot switch

Order No. Model Description

005 28 206 99 WSF 81D5 Solder feeder system 80 W, 230V,
for wire 9 0,5-0,8 mm
e functions as WSF 81D8

consists of:
Power unit

0052811699 WSF2 Feeding unit

0052812199 WSFP 5 Soldering iron 80 W, 24 V for wire @ 0,5—-0,8 mm
with soldering tip LT HX

0051502899 AKS Safety rest

Accessory:

005 13 120 99 Foot switch



Electronically Controlled Soldering Stations

Soldering Station for use with Solder Robots

The PUD 151R is suitable for soldering tasks in industrial manufacturing in which the soldering process is to

be automated. For this purpose the unit is equipped with a monitoring circuit. As function of an adjustable
temperature window (tolerance band), an un-powered contact is switched to a low impedance. Straightforward,
easy operation is made possibly usage of a micro processor. Digital control electronics ensure optimal regulation
behaviour with different soldering irons up to 80 W. The soldering irons are automatically recognized by the
soldering station and assigned the apropriate control parameters.

Order No. Model Description
005 32786 70 PUD 151R Soldering station digital 150 W, 230 V,
for use with solder robots
e Digitally controlled electronic for soldering tools up to 150 W
e Temperature range 50°C—450°C
e Temperature window adjustable +99°C
e Temperature control via buttons
e 3-position digital display
e Calibration box WCB 2 (see page 174) may be connected for
CALIBRATION, LOCK OUT or OFFSET function
e Protection class 1
e Antistatic housing
e Equipotential bonding (normal state hard grounded)
¢ Automatic tool recognition
e Potential free contact 24V /20 mA
® Dimensions: 166 x 115 x 101 mm (Lx W x H)

Accessory:
005 87 447 38  HER 80 Heating Element 80 W for Soldering Robot Application
with PUD 151R

w 005 87 637 30 HER 120 Heating Element 120 W for

Soldering Robot Applicaton with PUD 151R

. Lo O e Soldering Tips XTR-series see page 90



Electronically Controlled Soldering Stations

Soldering Tips: see page 87/ 88
Spare parts: see www.weller.eu

Electronically Controlled Soldering Stations

The Weller Silver Line Series has been developed for electronic experts. The tip temperature is electronically con-
trolled. The maximum temperature is 450°C (WSD 151 550°C) within a tolerance of £2%. With the antistatic
properties of the power unit and the soldering iron the stations meet all current requirements of ESD safety.
Potential balance of the soldering tip can be effected by a plug. All electronically controlled Weller tools can be
connected up to the maximum power of the according station. The automatic tool recognition provides the
optimal settings of the tools.

Order No. Model Description

005 3250699 WS 81 Soldering station analog 80 W, 230V,

with 80 W Silver Line soldering iron

¢ Analog controlled electronic for soldering tools up to 80 W
e Temperature range 150°C-450°C

e Temperature control via rotary potentiometer

e Protection class 1

e Antistatic housing

e Equipotential bonding (normal state hard grounded)
¢ Automatic tool recognition

® Dimensions: 166 x 115 x 101 mm (Lx W x H)

consists of:

0053252699 PU 81 Power unit

0052916199 WSP 80 Soldering iron 80 W, 24 V with soldering tip LT B

0051514099 WPH 80 Safety rest

005 3252499 PU 81 Power unit switchable 80 W, 120V / 240 V,
with US plug

Accessory:

005 87 489 90 Key switch with control panel



Soldering Stations for use with Solder Robots

Ferro Magnetic Controlled Soldering Station (Magnastat)

The Weller Magnastat system operates through a ferro-magnetic device which changes ist characteristics when
specific temperatures are reached. This causes it to either attract or repel a permanent magnet which operates a
power supply switch. In this way power to the heating element can be quickly switched on or off to either pro-
vide extra power for soldering operations or reduced power when idling. Various preselected tip temperatures
(260°C, 310°C, 370°C, 425°C, 480°C) are available for different soldering tasks. The unit is not suitable for ESD
application because the iron is not antistatic.

Order No. Model Description

005 32 206 99 WTCP 51 Soldering station Magnastat 50 W, 230 V

* On / Off controller

e Temperature control variable by soldering tip exchange
e Protection class 1

e Antistatic housing

¢ Hard grounded

® Dimensions: 166 x 115 x 101 mm (L x W x H)

8

Soldering Tips: see page 102/ 103 consists of:
Spare parts: see www.weller.eu 0053222699 P51 Power unit 230 V
0053210599 TCPS Soldering iron 50 W, 24 V with soldering tip LT B and
PT-LT adapter (370°C)
0051502099 KH20 Safety rest
005 32 22499 P51 Power unit switchable 50 W, 120V / 240 V,

with US plug






The Weller soldering irons feature high
precision and a very fast heat up time.
The ergonomic design and high per-
formance of the soldering irons allow
fine soldering jobs as well as heavy
duty tasks. A wide range of soldering
tips makes them versatile for almost
every job.

When cleaning the tip by means of the
Weller WDC Dry Cleaner a special metal
wool is used. First the surplus solder is
removed by tapping the tip on the soft
edge of the collector box.The final
cleaning is then done by pushing and
turning the tip in the metal wool. After
cleaning there is still a fine rest of
solder on the tip avoiding fast oxidation
of the iron layer.
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The WP 120 High-Power Soldering Iron features Weller®'s new Advanced Sensor Technology (sensor is located at
w the very end of the soldering tip) which means the heating performance is comparable with an active soldering tip.
High Power
Soldering Iron
Order No. Model Description
00529 19499 WP 120 Soldering set 120 W, 24 V

with High Power Soldering Iron WP 120

Comfort safety rest with Stop+Go function

120 W High-Power Soldering Iron

¢ Equipped with Weller® Advanced Sensor Technology

e Very short heat-up time

* Twice as much power and efficiency as a standard soldering pencil

* Best life cycle cost for soldering tips

e |deal for big and difficult solder joints as well as for HF shield plates
and solar panel manufacturing

Consists of:

00529193 99 WP 120 High Power Soldering Iron 120 W, 24 V with soldering tip XT B
and barrel
005 15 161 99 WDH 10T Safety rest with Stop+Go function
Accessory:
XT Soldering tips: see page 85 005 87 637 09 Spare Barrel WP 120

Electronically Controlled Low Voltage Soldering Irons

The Weller soldering irons feature high precision and a very fast heat up time. The ergonomic design and high
performance of the soldering irons allow fine soldering jobs as well as heavy duty tasks. A wide range of soldering
tips makes them versatile for almost every job.

Order No. Model Description
0052918199 WP30 Soldering set 80 W, 24V
Soldering Iron WP 80 with short tip-to-grip
Comfort safety rest with 4 step varying inclination
The new WP 80 persuades with its short tip-to-grip design, being of
big advantage for work under microscopes. The distance from grip
to the tip is only 40 mm. Placed in the ergonomic comfort rest WDH 10

the varying inclination of the iron can be adjusted in 4 steps.
/ The reverse side is able to carry up to four soldering tips in its tip-tubes.
Consists of:
00529 180 99 WP 80 Soldering Iron 80 W, 24 V with soldering tip LT B and barrel short
LT Soldering tips: see page 87 005 15 1.21 99 WDH 10 Safety rest with 4 step varying inclination
and the following Accessories:
005 87 448 46 Barrel long, 55 mm

005 87 448 45 Barrel short, 40 mm
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XT Soldering Tips for WP 120

Order No.
005 44 701 00
005 44 701 99

005 44 713 00
005 44 713 99

005 44 702 00
005 44 702 99

005 44 703 00
005 44 703 99

005 44 704 00
005 44 704 99

005 44 705 00
005 44 705 99

005 44 706 00
005 44 706 99

005 44 707 00
005 44 707 99

005 44 708 00
005 44 708 99

005 44 709 00
005 44 709 99

005 44 710 00
005 44 710 99

005 44 711 00
005 44 711 99

005 44 712 00
005 44 712 99

005 44 714 00
005 44 714 99

005 44 715 00
005 44 715 99

005 44 716 00
005 44 716 99

005 44 717 00
005 44 717 99

005 44 718 00
005 44 718 99

005 44 719 00
005 44 719 99

005 44 720 00
005 44 720 99

005 44 721 00
005 44 721 99

005 44 722 99

Model
XT AL

XTH

XTD

XTE

XT AA

XT BB

XT CC

XT KN

XT GW

XTO

XT BS

XT CS

XT DS

XTF

XT D45
XT D45

Description

Chisel tip bulk

Chisel tip single packed
Chisel tip bulk

Chisel tip single packed
Chisel tip bulk

Chisel tip single packed
Chisel tip bulk

Chisel tip single packed
Chisel tip bulk

Chisel tip single packed
Chisel tip bulk

Chisel tip single packed

Chisel tip bulk
Chisel tip single packed

Chisel tip bulk
Chisel tip single packed

60° tip bulk

60° tip single packed
45° tip bulk

45° tip single packed
45° tip bulk

45° tip single packed
60° tip bulk

60° tip single packed
Gullwing tip bulk

Round tip bulk
Round tip single packed

Round tip bulk
Round tip single packed

Round tip bulk
Round tip single packed

Round tip bulk
Round tip single packed

Width A Thickness B

1,6 mm

0,8 mm

3,2 mm

1,6 mm

2,4 mm

3,2 mm

4,6 mm

5,9 mm

@1,6 mm

@2,4mm

@ 3,2 mm

@2,0mm

2,3 mm/3,2 mm
Gullwing tip single packed

@1,0 mm

@ 2,4 mm

@ 3,2 mm

@5,0 mm

30° Round sloped tip bulk @ 1,2 mm
30° Round sloped tip single packed

XT Adapter M4 bulk
XT Adapter M4 single packed

XT Adapter M5 bulk
XT Adapter M5 single packed

45° Solar tip bulk

45° Solar tip single packed

XT Measuring tip

5 mm

1,0 mm

0,4 mm

1,2 mm

0,7 mm

0,8 mm

0,8 mm

0,8 mm

1,2 mm



Electronically Controlled Low Voltage Soldering Irons

Order No. Model Description
005 1516199  WDH 10T Safety rest with Stop+Go function and integrated
dry cleaner WDC 2 for soldering irons
WP 80, WSP 80 and WP 120
0051516499  WDH 11T Safety rest with integrated dry cleaner WDC 2
@ for connection to analog Power unit PU 80/81
005 1516299  WDH 20T Safety rest with Stop+Go function
with integrated dry cleaner WDC 2
for soldering iron WMP
005 1516399  WDH 30T Safety rest with Stop+Go function
with integrated dry cleaner WDC 2
for soldering irons FE 75, WSP 150, DSX 80, LR 82

Order No. Model Description

0053312599  Set WSP 80 Soldering set 80 W, 24V

This soldering pencil can be used universally in all situations
from extremely delicate soldering to those where more
power is required. The WSP 80 have an extremely short
heating up time.

LT Soldering tips: see page 87 and the
following

consists of:
00529 161 99 WSP 80 Soldering iron 80 W, 24 V with soldering tip LT B
005 15 140 99 WPH 80 Safety rest
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Electronically Controlled Low Voltage Soldering Irons TOR——

Order No. Model Description

005 1514799 WDH 10P  WDH 10 Nitrogen safety rest with Stop+Go-function
for soldering iron WSP 80
For special solder applications with lead free solder. The WDH 10P nitrogen
safety rest with Stop+Go-function gives the possibility to upgrade the Weller
soldering iron WSP 80 to a nitrogen iron. Through the special nitrogen barrel
the gas fed to the solder tip and becomes heated up. The safety rest with
Stop+Go-function starts the gas flow when the iron is removed and stops it
when the iron is replaced. With a spherical valve the gas flow could be
regulated from 0 — 51. The nitrogen could be taken from pressure bottle, tank,
or a nitrogen generator. For a good soldering result the purity from nitrogen
should be 5.0.

; consists of:
& WDH 10P Safety rest with Stop+Go-function for nitrogen use

LT Soldering tips: see page 87 / 88 spherical valve
Pressure air tube 4 mm

WDH 10P fits for iron WP 80 I1G and WP 120IG
005 87 448 47 Nitrogen barrel for WSP 80 (Set)

Inert gas soldering station WAD 1011G see page 77

Order No. Model Description
0053313199 MPR80 Soldering set Peritronic 80 W, 24 V
The Peritronic soldering pencil gives all-round
vision when making intricate connections.
Adjustable head for maximum view.
consists of:
00529 163 99 MPR 80  Soldering iron 80 W, 24 V Peritronic with soldering tip LT B
005 15 033 99 KH 25P  Safety rest

Soldering Tips for WP 80, WSP 80, FE 75 and MPR 80

Order No. Model Description Width A Thickness B max.LengthL
005 44 494 00 LT 1SC Chisel tip, bulk 0,4 mm 0,15 mm 15,0 mm
005 44 49499 LT 1SC Chisel tip, single packaged 0,4 mm 0,15 mm 15,0 mm
005 44 497 99 LT 1SCNW Chisel tip, bulk, chrome 0,3 mm 0,1 mm 15,0 mm
0054441200 LTH Chisel tip, bulk 0,8 mm 0,4 mm 13,5 mm
0054441211 LTH Chisel tip, packaged 100 pcs. 0,8 mm 0,4 mm 13,5 mm
005 4443799 LTH Chisel tip, single packaged 0,8 mm 0,4 mm 13,5 mm
L 5 0054440300 LTA Chisel tip, bulk 1,6 mm 0,7 mm 13,5 mm
| I | 0054440311 LTA Chisel tip, packaged 100 pcs. 1,6 mm 0,7 mm 13,5 mm
Eﬂ:’ < 005 4440500 LTB Chisel tip, bulk 2,4 mm 0,8 mm 13,5 mm
[ 005 4440511 LTB Chisel tip, packaged 100 pcs. 2,4 mm 0,8 mm 13,5 mm
005 44 407 00 LTC Chisel tip, bulk 3,2 mm 0,8 mm 13,5 mm
005 44 407 11 LTC Chisel tip, packaged 100 pcs. 3,2 mm 0,8 mm 13,5 mm
0054440900 LTD Chisel tip, bulk 4,6 mm 0,8 mm 13,5 mm
0054440911 LTD Chisel tip, packaged 100 pcs. 4,6 mm 0,8 mm 13,5 mm
005 44 448 00 LT DLL Chisel tip, bulk 4,6 mm 0,8 mm 13,5 mm
005 44 44899 LT DLL Chisel tip, single packaged 4,6 mm 0,8 mm 13,5 mm
pring i 0054441300 LTK Chisel tip long, bulk 1,2 mm 0,4 mm 21,0 mm
@:ﬂ @ “l 0054441311 LTK Chisel tip long, pack. 100pcs. 1,2 mm 0,4 mm 21,0 mm
0054441400 LTL Chisel tip long, bulk 2,0 mm 1,0 mm 21,0 mm
0054441411 LTL Chisel tip long, pack. 100pcs. 2,0 mm 1,0 mm 21,0 mm
0054441500 LTM Chisel tip long, bulk 3,2 mm 1,2 mm 21,0 mm

0054441511 LTM Chisel tip long, pack. 100pcs. 3,2 mm 1,2 mm 21,0 mm
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Soldering Tips for WP 80, WSP 80, FE 75 and MPR 80 (continued)

Order No. Model Description Width A Thickness B max.LengthlL
005 44 42099 LTHX  Chisel tip bent 30°, single pack. 08mm 0,4 mm 18,0 mm
005 44 420 11 LTHX  Chisel tip bent 30°, pack. 100 pcs. 0,8 mm 0,4 mm 18,0 mm
005 44 443 00 LT ALX Chisel tip bent 30°, bulk 1,6mm 0,7 mm 18,0 mm
005 44 442 00 LTBX  Chisel tip bent 30°, bulk 2,4mm  0,8mm 18,0 mm
005 44 427 00 LT AX  Chisel tip bent 30°, bulk 1,6mm 0,8 mm 13,5 mm
005 44 428 00 LT 4X Chisel tip bent 30°, bulk @1,2mm 04 mm 16,5 mm
005 44 469 00 LT MX Chisel tip bent 30°, bulk @3,2mm 0,8mm 19,3 mm
005 4443699 LT 1S Round tip slim, single pack. @ 0,2 mm 15,0 mm
005 44 402 11 LT 1S Round tip slim, pack. 100 pcs. @ 0,2 mm 15,0 mm
005 44 488 99 LT 1SA Round tip slim, single pack. @ 0,5 mm 16,0 mm
005 44 496 00 LT 1SNW Round tip slim, bulk, chrome @1,0mm 15,0 mm
unwettable

0054443599 LT1 Round tip, single packaged 0,25 mm 14,0 mm
005 4440100 LT1 Round tip, bulk @0,25 mm 14,0 mm
005 44 401 11 LT1 Round tip, packaged 100 pcs. @ 0,25 mm 14,0 mm
005 44 48999 LT1A  Round tip, single packaged 20,5 mm 14,0 mm
005 44 404 00 LTAS Round tip, bulk @1,6 mm 13,5 mm
005 44 40411 LTAS  Round tip, packaged 100 pcs. 21,6 mm 13,5 mm
0054441100 LTCS Round tip, bulk @3,2mm 13,5 mm
. :ﬂ:[ ﬂ 005 44 426 99 LT 1SLX Round tip slim bent 30°, @2,0mm @0,4mm 20,5 mm

T T single packaged
005 44 42599 LT1X Round tip bent 30°, 20,4 mm 12,5 mm

. /:‘. single packaged
T 005 44 42100 LT4 Round tip sloped 45° slim 01,2 mm 15,0 mm

it bulk
Pl ] b 0054442111 LT4 Round tip sloped 45° slim 91,2 mm 15,0 mm
- packaged 100 pcs.
PR I‘L' 0054440800 LTF Round tip sloped 45°, bulk @ 1,2 mm 13,5 mm
/‘CLJ_LE o 005 44 40811 LTF Round tip sloped 45°, 21,2 mm 13,5 mm
' packaged 100 pcs.
______ 005 44 487 00 LT AA60 Round tip sloped 60° long, bulk 1,6mm  4,0mm 13,0 mm
. }l 005 44 444 00 LT BB60 Round tip sloped 60° long, bulk 24mm 4,0 mm 18,0 mm
I \\:_j 005 44 445 00 LT CC60 Round tip sloped 60° long, bulk 32mm 6,0 mmm 18,0 mm
005 44 478 00 LT DD45 Round tip sloped 45° long, bulk 40mm 6,0 mm 20,0 mm
B i 0054442399 LT1L Conical tip long, single packaged @ 0,2 mm 26,4 mm
~=== 71" (C)% 0054442311 LTIL  Conicaltiplong, pack.100 pcs.  ©0,2 mm 26,4 mm
- 005 44 423 99 LT 1LNW Conical tip long, bulk, chrome @1,0mm 26,4 mm
unwettable

005 44 40699 LTS Conical tip long, single packaged @ 0,4 mm 21,0 mm
005 44 406 11 LTS Conical tip long, pack. 100 pcs. @ 0,4 mm 21,0 mm
S dj‘l—: ﬁ\] 0054448200 LTT Con?cal ti.p long, bulk @ 0,6 mm 13,0 mm
- B R 0054448100 LTO Conical tip long, bulk @ 0,8 mm 17,0 mm
- 005 44 42499 LT 1LX Conical tip long bent, @ 0,2 mm 26,4 mm

a —_fhfﬂ single packaged
- 005 44 41000 LT GW  Gull wing 45°, bulk @23mm 32mm 18,8 mm
@] @ 0054441011 LTGW  Gull wing 45°, pack. 100 pcs. @23mm 32mm 18,8 mm
005 4451199 LTGW  Gull wing 45°, single packaged ©@3,5mm 4,8 mm 18,8 mm
= 0054447900 LTKN Knife tip 6,2 mm 16,5 mm
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Soldering Tips for WP 80, WSP 80, FE 75 and MPR 80 (continued)

Order No. Model Description Width A Thickness B max.LengthL
- 005 44 416 00 LT Measuring tip for 0,5 mm 13,0 mm
oz, (1 j thermo element, bulk
- 005 44 449 99 LT Screw in tip with M4 outside thread, 8,0 mm
single packaged
005 44 495 99 LT tip set with 40 different LT tips
005 87 207 81 LT Adapter

Soldering tips of LT series fit with the LT adapter to soldering iron LR 21

Attention: not qualified for lead free solder or other electronic solder
Soldering Tips for high melting solder for WP 80, WSP 801G, FE 75 and MPR 80

Order No. Model Description Width A ThicknessB max.LengthL
=y B 005 4443099 LT HHPB Chisel tip® 0,8 mm 0,4 mm 13,5 mm
E:U @— 005 4443199 LTAHPB Chisel tip® 1,6 mm 0,7 mm 13,5 mm
| 005 4443299 LTBHPB Chisel tip® 2,4 mm 0,8 mm 13,5 mm
L 005 44 483 00 LT DHPB Chisel tip® 4,6 mm 0,8 mm 13,5 mm
* HPB solder = solder with high consumption of lead for special high melting applications
Barrel for soldering irons WP 80 / WSP 80. For quick exchange of hot soldering tip
Unused tip will be placed in the safety rest inside the barrel.
e el Order No. Description
S a 005 87 447 10 Barrel for soldering iron WSP 80
— __ 005 87 448 45 Barrel short (40 mm) for WP 80 replacement
Standard for WP 80
O _ 005 87 448 46 Barrel long (55 mm) for WP 80 replacement
SMD Soldering Tips for WSP 80 and WP 80, barrel nut to be ordered correspondingly
e Order No. Model Description Width A  ThicknessB  Length C
T 005 44 501 99 LT SMTO1 Blade 10,4 mm 0,6 mm 7,1 mm
i 005 44 42999 LT SMT Blade 10,5 mm 0,6 mm 7,5 mm
; - _ 005 44 502 99 LT SMT02 Blade 16,8 mm 0,6 mm 7,1 mm
T 005 4450399 LTSMT03  Blade 20,8 mm 0,6 mm 7,1 mm
005 44 467 89 LT SMT Blade 35,0 mm 3,0 mm 4,0 mm
y P 005 44504 99 LT SMT04 Slot 1,8 mm 3,4 mm 1,8 mm
.ﬁ = @ 005 44 505 99 LT SMTO05 Slot 1,5 mm 2,3 mm 1,8 mm
.|c|,_ 005 44 506 99 LT SMT06 Slot 2,5 mm 1,7 mm 1,4 mm
005 44 507 99 LT SMTO07 Slot 2,3 mm 4,5 mm 1,8 mm
— O 005 4450899 LT SMT08  Tunnel 4,6 mm 5,1 mm 2,3 mm
0054450999 LT SMT09  Tunnel 10,4 mm 51 mm 2,3 mm
e % 0054451099 LT SMT10  Tunnel 11,5 mm 6,9 mm 2,3 mm
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Order No. Model Description

005 87 447 38  HER 80 Heating Element 80 Watts for Soldering Robot Application
with PUD 151R (page 79)

005 87 447 13 Cord for HER 80 / 120

LT Soldering Tips for Robot Application
Soldering tips with twist lock. For use with robot heating element HER 80 only .

Order No. Model Description Width A Thickness B Length
i 0054444199 LTRA Chisel tip 1,6 mm 0,8mm 17,0 mm
005 44 422 99 LTRB Chisel tip, 1,5 mm, wettable 2,4 mm 0,8mm 17,0 mm
005 44 422 71 LTRB Chisel tip, 6 mm, wettable 2,4 mm 0,8mm 17,0 mm
0054443399 LTRC Chisel tip 3,2 mm 0,8mm 17,0 mm

Special tips on request

Order No. Model Description
0058763730 HER 120  Heating Element 120 Watts for Soldering Robot Application
__________ ML with PUD 151R (page 79)
005 87 447 13 Cord for HER 80 / 120
XT Soldering Tips
Soldering Tips with twist lock. For use with robot heating element HER 120 only.
Order No. Model Description Width A Thickness B Length
0054472399 XTRA Chisel tip 1,6 mm 0,7mm 36,0 mm
r‘;ﬂ—@d @ 0054472499 XIRB Chisel tip 2,4 mm 0,8mm 350 mm
[ — 0054472571 XIRC Chisel tip 3,2 mm 0,8mm 350 mm
0054472699 XIRD Chisel tip 4,6 mm 0,8mm  34,5mm
0054472799 XTRE Chisel tip 5,9 mm 1,2mm  345mm
0054472899 XIRM Chisel tip 3,2 mm 1,2mm 39,0 mm

SMD Adapter + Tips for LR 21, WP 80, WSP 80, WSP 80IG and MPR 80

Order No. Model Description

005 44 417 99 SMT SMT Adapter for WSP 80

SMTA SMTA SMT Adapter for LR 21

SMTO0504A SMTO0504A A1, for components 1,0 x 1,2 mm, 12 x 1,0 mm,

1,2x1,2mm, 1,6 x 0,8 mm

SMT1206D SMT1206D D/1, for components 3,2 x 1,6 mm, 3,2 x 2,5 mm

SMT8K SMT8K K/2, for components 5,0 x 4,0 mm
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WMRP Mirco soldering pencil soldering set for WMRS, WD 1M, WD 2M, WD 3M and WR 3M
Soldering pencil WMRP can not be used for control units WD 1 / WD 2.

SR r.'ﬂmwiﬂ—ma
& J—
Toe IR
B
?--:\’:I.
& i
S|

W e

o i ==

e

e MIE

e o I T s

Order No. Model Description
0052919099 WMRP Soldering set
consists of:

00529171 99 WMRP
005 15 156 99 WDH 50
005 44 603 99 RT3

Accessory:
00587518 16

Soldering Tips for WMRP
Order No. Model
005 44 601 99 RT1
005 44 625 99 RT 1INW

00544612 99 RT 1SC
005 44 626 99 RT 1SCNW

005 44 602 99 RT 2

005 44 603 99 RT3

005 44 604 99 RT 4

005 44 605 99 RT5

005 44 606 99 RT6

005 44 607 99 RT7

005 44 608 99 RT 8

005 44 609 99 RT9

RT 10GW

00544610 99

00544611 99 RT 11

00544613 99 RT

Soldering pencil for RT soldering tips
Safety rest with stop+go function
RT3 soldering tip 40 W

Bracket can be plugged sideward into the stand

and hold two RT-tips.

Description

Needle tip @ 0,2 mm, 40W

Needle tip @ 1,0 mm, chrome, 40 W

not wettable for 0201 / 0204 components
Chisel tip 0,4 x 0,15 mm, 40W

Chisel tip 3,0 x 1,0 mm, chrome, 40 W
not wettable for 0201 / 0204 components
Point tip @ 0,8 mm, 40 W

Chisel tip 1,3 x 0,4 mm, 40W

Chisel tip 1,5 x 0,4 mm, 40W

Chisel tip bent 30° 0,8 x 0,4 mm, 40 W

Round form 45° sloped 1,2 mm, 40 W

Knife tip 45° sloped 2,2 mm, 40 W

Chisel tip 2,2 x 0,4 mm, 40W

Chisel tip 0,8 x 0,4 mm, 40W

Gull wing 1,2 x 2,0 mm, 40 W

Chisel tip 3,6 x 0,9 mm, 55 W

Measuring tip



Electronically Controlled Low Voltage Soldering Irons

SUFERiDR

o epeererer Micro Desoldering Tweezers with safety rest for WD 1M, WD 2M, WR 3M

The new WMRT desoldering tweezers enables with its twin parallel adjusted tiplets a significant precise de- and
soldering of very small SMD components. The high speed regulation of the stations WD 1M, WD 2M, WR 3M
drives this tweezers. Placed in the safety rest WMRTH the tips are automatically switched off for increasing
endurance.

Order No. Model Description
005 1317399 WMRT Desoldering Set 24 V, 80 W, Micro tweezers WMRT
Safety rest with Stop+Go function WMRTH

- consists of:
L N 005 13174 99 WMRT Micro Desoldering Tweezers
' : 0054465299  RTW2 Tip Set 0,7 x 0,4 mm, 45°, 80W
005 15 146 99 WMRTH Safety rest with Stop+Go function for WMRT

1 @
@ Plug-in adjusted Soldering Tip Set for WMRT
= e

Order No. Model Description
005 44 651 99 RTW 1 Tip Set @ 0,4 mm, 45°, 80W, 10 mm
% ok
10 q_"/-
005 44 652 99 RTW 2 Tip Set 0,7 x 0,4 mm, 45°, 80W
e
_ o
005 44 653 99 RTW 3 Tip Set 3 x 1,0 mm, 45°, 80 W
9 =}
w© o7 \% 4
7
005 44 654 99 RTW 4 Tip Set 6 x 1,0 mm, 45°, 80 W

005 44 656 99 RTW 6NW Tip Set @ 0,2 mm, 45°, chrome

Q — unwettable, for soldering and desoldering
1 5 of micro-devices, for 0201 / 0402 components
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Order No. Model

F AT
0053315999 WMPT
%
consists of:
WMP WMP
NT Soldering tips: see page 94 005 15 162 99 WDH 20T
Order No. Model

0052917999 WMP

2

consists of:
WMP WMP

NT Soldering tips: see page 94 00515122 99 WDH 20

§

Weller WDC - Dry Cleaner
Order No. Model
0051512499 WDC

Accessory:
005 13 824 99

Description

Soldering set 65 W, 24 V

Safety rest with Stop+Go function and integrated
dry cleaner only for digital soldering stations

Micro Soldering Iron 65 W, 24 V with soldering tip NT 1
Safety rest with Stop+Go function
and dry cleaner WDC 2

Description

Soldering set 65 W, 24V,

Comfort safety rest with 4 step varying inclination

The Soldering Iron WMP fullfills ambitious SMD soldering tasks with

its extreme quick heat-up time. The soldering tip holder is integrated

into the grip and allows a short distance of tip-to-grip. Placed in the
ergonomic safety rest WDH 20 the varying inclination of the iron can be
adjusted in 4 individual steps. The reverse side is able to carry up to three
NT-soldering tips.

Micro Soldering Iron 65 W, 24 V with soldering tip NT 1
Safety rest

Description

Weller WDC - Dry Cleaner

The solution for cleaning from lead free solder!
For further information see page 180.

Metal wool WDC replacement (2 pieces)
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Soldering Tips for WMP

Order No. Model Description Width A Thickness B Length C
NT 1SC NT 1SC Chisel tip slim 0,4 mm 0,15mm 14 mm
NTH NT H Chisel tip 0,8 mm 0,4 mm 8,4 mm
NT K NT K Chisel tip 1,2 mm 0,4 mm 8,4 mm
NTA NTA Chisel tip 1,6 mm 0,4 mm 9,5 mm
NT6 NT 6 Chisel tip 1,6 mm 0,4 mm 7,4 mm
NTB NT B Chisel tip 2,4mm 0,8 mm 7,8 mm
NTC NT C Chisel tip 3,2mm 0,8 mm 8,2 mm
NTD NT D Chisel tip 4,0 mm 0,8 mm 8,6 mm
NT AX NT AX Chisel Bent 1,6 mm 0,4 mm 8,2 mm
NT 1S NT 1S Round tip slim @ 0,25 mm 8,5 mm
NT 1 NT 1 Round tip ©0,25 mm 7,4 mm
NT 1X NT 1X Round tip bent 45° @ 0,4 mm 8,6 mm
NT 4 NT 4 Round tip sloped 45° @1,2 mm 9,9 mm
NT GW NT GW Gull wing 2,0mm 3,0 mm 13,4 mm
A

B { NT MS NT MS NT Measuring tip for thermo element @ 0,5 mm
Order No. Description
005 87 517 17 Silicon pad for changing bent NT series tips

005 87 517 10 Tip changing tool for changing straight NT series tips
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High Power Soldering Iron

Order No. Model Description
005 29 20099 WP 200 Soldering set 200 W, 24 V
The WP 200 is specially developed for soldering tasks
with extremely high heat requirements. The 200 W heater
power combined with optimal heat transfer to the
soldering tip guarantee high performance capability.
For WD 3M / WR 3M unit only.
consists of:
00529 199 99 WP 200 Soldering iron 200 W, 24 V with soldering tip XHT 5 x 1,2 mm
WDH 31 Safety rest

Soldering Tips for WP 200

Order No. Model Description Width A Thickness B
@ﬁ\ *: 005 44 801 99 XHT D Chisel tip 5,0 mm 1,2 mm
KJ/ {
- 005 44 802 99 XHT E Chisel tip 7,6 mm 1,5 mm
Ay
‘ti;_'?;_-/ T
e 0054480399  XHT Measuring tip
Order No. Model Description
005 29 189 99 WSP 150 Soldering set 150 W, 24 V

The WSP 150 is specially developed for soldering tasks
with extremely high heat requirements. The 150 W heater
power combined with optimal heat transfer to the
soldering tip guarantee high performance capability.

consists of:
00529170 99 WSP 150 Soldering iron 150 W, 24V with soldering tip LHT F
005 15 152 99 WDH 30 Safety rest
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Soldering Tips for WSP 150

Order No. Model Description Width A Thickness B
0054445599 LHTC Chisel tip 3,2 mm 1,2 mm
0054445299 LHTD Chisel tip 5,0 mm 2,0 mm
0054445199 LHTE Chisel tip 7,0 mm 2,0 mm
0054445099  LHTF Chisel tip 9,3 mm 2,0 mm
005 44 462 00 LHT DX Chisel bent tip 5,0 mm 2,0 mm
005 44 461 00 LHT EX Chisel bent tip 7,0 mm 2,0 mm
005 44 460 00 LHT FX Chisel bent tip 9,0 mm 2,0 mm
005 44 456 00  LHT D 45° Sloped 45° tip for solar panel production

005 44 454 00 LHT Screw in tip with outside thread M6

005 44 453 99 LHT Measuring tip for thermo element @ 0,5 mm
005 87 447 95 Tip nut WSP 150

Soldering Tips for LR 82 and FE 80

Order No. Model Description Width A Thickness B
0054426099 HT1 Chisel tip 3,2 mm 1,0 mm
0054426199 HT2 Chisel tip 5,2 mm 1,2 mm
0054426299 HT3 Chisel tip 7,0 mm 1,2 mm
005 44 267 99 HT C Chisel tip long 3,2 mm 1,0 mm
005 44 268 99 HTD Chisel tip long 4,6 mm 1,0 mm
005 44 269 99 HTE Chisel tip long 5,6 mm 1,0 mm
0054426499  HT BS Round tip 92,4 mm
0054426599 HTCS Round tip 93,2 mm
0054426699 HT DS Round tip 95,0 mm

005 44 270 99 HT Screw in tip with outside thread M8

005 44 263 99 HT Measuring tip for thermo element @ 0,5 mm




Electronically Controlled Low Voltage Soldering Irons

Order No. Model Description

00529 18799 LR21 Soldering Set 50 W, 24 V

consists of:

005 25 106 99 LR 21 Soldering iron 50 W, 24 V with ET-LT adapter and LT B soldering tip

005 15 152 99 WDH 30 Safety rest

S

ET-LT Adapter
Soldering tips of LT series fit with the LT adapter to soldering iron LR 21
All TCP, LR 21 irons will be delivered with adapter.

. Order No. Model Description
EAVGZE]  o0s 8120781 ET-LT Adapter with Barrel for use LR 21 and FE 50
. with LT tip series
{ Jri_’lr 005 87 207 94 Spare Barrel for ET-LT Adapter
1 :--!I
Soldering Tips for LR 21
Order No. Model Description Width A Length B
r:_:f:_“_:g. E _______ 4ETS ETS Micropoint tip long @ 0,4 mm
’ 4ETO ETO Micropoint tip long @ 0,8 mm
el 1[ """"""" | 4ETR ETR Chisel tip slim 1,6 mm 0,7 mm
futt I | SR
[5— m- 4ETH ETH Chisel tip 0,8 mm 0,4 mm
e 4ETA ETA Chisel tip 1,6 mm 0,7 mm
4ETB ETB Chisel tip 2,4 mm 0,8 mm
4ETC ETC Chisel tip 3,2 mm 0,8 mm
4ETD ETD Chisel tip 4,6 mm 0,8 mm
4ETE ETE Chisel tip 5,6 mm 1,2 mm
4ETK ET K Chisel tip long 1,2 mm 0,4 mm
4ETL ETL Chisel tip long 2,0 mm 1,0 mm
4ETM ETM Chisel tip long 3,2 mm 1,2 mm
e Ty 4ETF ETF Round tip sloped 45° @ 1,2 mm
=] A
4ETBB ET BB Round tip sloped 45 @ 2,4 mm
4ETCC ET CC Round tip sloped 45° @ 3,2 mm
4ETP ETP Round tip blunt @ 0,8 mm
4ETBS ET BS Round tip blunt @ 2,4 mm
4ETCS ET CS Round tip blunt @ 3,2 mm
TSN 1 0054103999  ET SMD Chip soldering/desoldering tip 2,5 mm 1,5 mm
) 005 4104099  ET SMD Chip soldering/desoldering tip 3,8 mm 1,5 mm
Q@:‘ 0054104599 ET GW Gull wing
005 41 703 99 Screw in tip with M5 outside thread

%‘Gl:l 005 24 750 99 ET Measuring tip for thermo element @ 0,5 mm
|
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= Mmeos

—T | MT609
& ]
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%:[ MT603

&

w

‘&l:[ MT605

W

SMT Adapter + Tips for LR 21

Order No.
005 41 744 99

005 41 747 99

005 13 042 99
005 13 804 99

Model
DIL16WGEC

DILE24

DS7EC

Soldering Tips for MT 1500

Order No.
MT202

MT302

MT606

MT609

MT603

MT605

Model
MT 202

MT 302

MT 606

MT 609

MT 603

MT 605

Description

Desoldering head for DIL 16, 7,62 mm x 2,54 mm

Desoldering head 15,24 mm, length 30 mm

Desoldering adapter

Spare tiplets for desoldering adapter DS7EC, 1,5 mm

Description
Conical tip

Conical tip

Conical tip

Conical tip

Conical tip bent 30°

Conical tip bent 30°

Diameter
©0,8 mm

@ 0,4 mm

@0,4 mm

@0,6 mm

@0,5mm

@0,4 mm

Length
25,4 mm

5,0 mm

13,5 mm

15,3 mm

15,3 mm

14,2 mm
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Soldering Tips for MT 1500 (continued)

Order No. Model Description Width Length Thickness
E#E:[ MT614 MT 614 Chisel tip 2,5 mm 5,0 mm 0,15 mm
MT614
=<1
P MT211 MT 211 Flat needle tip 1,1 mm 25,4 mm 0,25 mm
MT211
=
. MT301 MT 301 Chisel tip 1,2 mm 5,0 mm 0,4 mm
‘Hﬁﬂ:‘: MT301
4=t
MT601 MT 601 Chisel tip 1,8 mm 9,8 mm
MT602 MT 602 Chisel tip 2,5 mm 9,9 mm
MT604 MT 604 Chisel tip 1,5 mm 9,9 mm
MT610 MT 610 Chisel tip 5,0 mm 8,9 mm
T wrer  MT607 MT 607 Sloped 45° @ 0,5 mm 13,5 mm

=4=@:[MT608 MT608 MT 608 Sloped 45°  ©1,0 mm 14,2 mm

MT / LT adapter
AIl TCP, LR 21 irons will be delivered with adapter

Order No. Description
005 44 121 99 MT-LT Adapter with Barrel for use with LT series tips
(see page 87 and the following)

—

I

L S

005 87 207 95 Spare Barrel for MT-LT Adapter

=




Electronically Controlled Low Voltage Soldering Irons / Cordless Soldering Irons

Order No. Model Description

0053313399 WTA50 Desoldering tweezer set 50 W, 24 V
This tweezer is to desolder SMD components. The tweezer
has two moveable heating tips with each 25 W

Consists of:

00513171 99 WTA 50 Desoldering tweezer 50 W, 24 V with tip set WTA 1
005 15 042 99 AK 51 Safety rest

Accessory:

00513176 99 Align device for WTA tips

Tip Sets for WTA 50

Order No. Model Description Width A Length B
005 44 14599 WTA 1S Tip set bent 45° 0,5 mm 0,5 mm
005 44 141 99 WTA 1 Tip set bent 45° 1,0 mm 0,5 mm
005 44 146 99 WTA 2 Tip set bent 45° 3,0 mm 0,5 mm
005 44 147 99 WTA 3 Tip set bent 45° 6,0 mm 0,5 mm
005 44 143 99 WTA 4 Tip set bent 45° 12,5 mm 0,5 mm
005 44 144 99 WTA S5 Tip set bent 45° 18,5 mm 0,5 mm
ax{j_ﬁ\hh\ 0054415299 WTA 11 Tip set for vertical use 1,0 mm 0,5 mm
= 005 44 153 99 WTA 12 Tip set for vertical use 3,0 mm 0,5 mm
005 44 149 99 WT Measuring tip for thermo element @ 0,5 mm

Cordless Soldering Irons + Tips
The cordless soldering irons form Weller provide temperature variable soldering without the need for an
electrical supply.

Order No. Model Description

005 16 00299 WC 100 Cordless soldering set 15 W, 2,4 V102,00
The WC 100 is a cordless soldering iron fitted with a Nickel-
Cadmium battery and built in work light. Recharge time within 12 h,
max. temperature of 370°C is reached in a few seconds.

3 Consists of:
e 005 16 010 99 WC 100 Soldering iron 15 W, 2,4 V with soldering tips
' WC 111, WC 112 and WC 113
005 16 021 99 Charger 230V
Accessory:
009 05 256 33 Spare battery
Soldering Tips for WC 100
A Order No. Model Description Width A Length B
@ 005 16 10299  WC 113 Round tip slim 00,2 mm 00,8 mm
B
ﬂ:/]:) 005 16 10099  WC 112 Round tip 00,8 mm 01,6 mm

[D ay- 0051610199 WC 111 Chisel tip @ 3,2 mm @ 0,5 mm




Magnastat Controlled Low Voltage Soldering Irons

Magnastat Controlled Low Voltage Soldering Irons

The Weller Magnastat system operates through a ferro-magnetic sensing device which changes its characteristics
when specific temperatures are reached. Working temperature selection is achieved by simply changeing the
“temperature sensing” soldering tip. These tips are available in 260°C, 310°C, 370°C, 425°C and 480°C versions.

Order No. Model Description
0053210599 TCPS Magnastat soldering iron 50 W, 24 V,
with adapter PT 7 and soldering tip LTM (370°C)
e 3 Wire Silicone cord and plug for Weller WTCP 51
Magnastat soldering station
e Hard grounded

005 1000199 TCP 24 Magnastat soldering iron 50 W, 24 V,
with adapter PT 7 and soldering tip LTM (370°C)
e 2 wire Silicone cord without plug
* No grounding possible

005 10 055 71 TCP 42 Magnastat soldering iron 45 W, 42V,
with adapter PT 7 and soldering tip LTM (370°C)
e 2 wire Silicone cord (4 m) without plug

0051005399 TCP 12 Magnastat soldering iron 30 / 40 W, 12/ 14V,
with batterie clambs, adapter PT 7
and soldering tip LTM (370°C)
¢ 3 m cord with battery clamps

PT-LT Adapter for TCP S, TCP 12 and TCP 24
Soldering tips of LT series fit with the adapter to soldering iron LR 21
AIITCP, LR 21 irons will be delivered with adapter.

Order No. Model Description

005 87 207 85  PT5-LT PT5-LT adapter with barell 260°
005 87 207 86  PT6-LT PT6-LT adapter with barell 360°
005 87 207 87  PT7-LT PT7-LT adapter with barell 370°
005 87 207 88  PT8-LT PT8-LT adapter with barell 425°
005 87 207 89  PT9-LT PT9-LT adapter with barell 480°

005 87 207 94 Spare Barrel for PT-LT adapter




Magnastat Controlled Low Voltage Soldering Irons

Soldering Tips for TCPS, TCP 12, TCP 24 and FE 50M

Order No. Model Description Width A
4PTR7 PT R7 Chisel tip slim 370°C 1,6 mm
4PTR8 PT R8 Chisel tip slim 425°C 1,6 mm
4PTH6 PT H6 Chisel tip 310°C 0,8 mm
4PTH7 PT H7 Chisel tip 370°C 0,8 mm
4PTH8 PT H8 Chisel tip 425°C 0,8 mm
4PTA6 PT A6 Chisel tip 310°C 1,6 mm
4PTA7 PT A7 Chisel tip 370°C 1,6 mm
4PTA8 PT A8 Chisel tip 425°C 1,6 mm
4PTB6 PT B6 Chisel tip 310°C 2,4 mm
4PTB7 PT B7 Chisel tip 370°C 2,4 mm
4PTB8 PT B8 Chisel tip 425°C 2,4 mm
4PTB9 PT B9 Chisel tip 480°C 2,4 mm
4PTC7 PT C7 Chisel tip 370°C 3,2 mm
4PTC8 PT C8 Chisel tip 425°C 3,2 mm
4PTC9 PT C9 Chisel tip 480°C 3,2 mm
4PTD7 PT D7 Chisel tip 370°C 4,6 mm
4PTD8 PT D8 Chisel tip 425°C 4,6 mm
4PTD9 PT D9 Chisel tip 480°C 4,6 mm
4PTE8 PT E8 Chisel tip 425°C 5,6 mm
4PTE9 PT E9 Chisel tip 480°C 5,6 mm
4PTK6 PT K6 Chisel tip long 310°C 1,2 mm
4PTK?7 PT K7 Chisel tip long 370°C 1,2 mm
4PTKS8 PT K8 Chisel tip long 425°C 1,2 mm
4PTL6 PT L6 Chisel tip long 310°C 2,0 mm
4PTL7 PT L7 Chisel tip long 370°C 2,0 mm
4PTL8 PT L8 Chisel tip long 425°C 2,0 mm
4PTM7 PT M7 Chisel tip long 370°C 3,2 mm
4PTM3 PT M8 Chisel tip long 425°C 3,2 mm
4PTM9 PT M9 Chisel tip long 480°C 3,2 mm
005 4130799  PT MX7 Chisel tip bent, one side 32 mm
wettable 370°C

4PTCS7 PT CS7 Round tip 370°C 03,2 mm
4PTDS7 PT DS7 Round tip 370°C 05,0 mm
4PTS7 PT S7 Round tip long 370°C 20,4 mm
4PTS8 PT S8 Round tip long 425°C 0,4 mm
4PTO6 PT 06 Round tip long 310°C 20,8 mm
4PTO7 PT 07 Round tip long 370°C 20,8 mm

4PTO8 PT 08 Round tip long 425°C 20,8 mm

Thickness B
0,7 mm
0,7 mm

0,4 mm
0,4 mm
0,4 mm

0,7 mm
0,7 mm
0,7 mm

0,8 mm
0,8 mm
0,8 mm
0,8 mm

0,8 mm
0,8 mm
0,8 mm

0,8 mm
0,8 mm
0,8 mm
1,2 mm
1,2 mm

0,4 mm
0,4 mm
0,4 mm

1,0 mm
1,0 mm
1,0 mm

1,2 mm
1,2 mm
1,2 mm

1,2 mm
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Soldering Tips for TCPS, TCP 12, TCP 24 and FE 50M (continued)

Order No. Model Description Width A Thickness B
T 4PTF7 PT F7 Round tip sloped 370°C 21,2 mm
g T 4PTF8 PTF8 Round tip sloped 425°C 21,2 mm
4PTAA7 PT AA7 Round tip sloped 370°C 21,6 mm
4PTAA8 PT AA8 Round tip sloped 425°C 21,6 mm
4PTAA9 PT AA9 Round tip sloped 480°C 21,6 mm
4PTBB7 PT BB7 Round tip sloped 370°C 92,4 mm
4PTBB8 PT BB8 Round tip sloped 425°C 92,4 mm
4PTBB9 PT BB9 Round tip sloped 480°C 92,4 mm
4PTCC7 PT CC7 Round tip sloped 370°C @32 mm
4PTCC8 PT CC8 Round tip sloped 425°C @32 mm
4PTCCY PT CC9 Round tip sloped 480°C @32 mm
4PTDD7 PT DD7 Round tip sloped 370°C @ 5,0 mm
4PTDD8 PT DD8 Round tip sloped 425°C @ 5,0 mm
4PTDD9 PT DD9 Round tip sloped 480°C @ 5,0 mm

If other temperature or tips are required use PT/ LT adapter see page 101.

Weller WDC - Dry Cleaner

Order No. Model Description

0051512499 WDC Weller WDC - Dry Cleaner
The solution for cleaning from lead free solder!
For further information see page 182.

Accessory:

005 13 824 99 Metal wool WDC replacement (2 pieces)

Order No. Model Description

005 4173499  DIL 16WG Desoldering tip for Dual-In-Line 310°C
7,62 x 2,54 mm

0051304099 DS7 Desoldering attachment 370°C

005 13 804 99 Spare tiplet for desoldering attachment DS 7, @ 1,5 mm
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Magnastat Controlled Line Voltage Soldering Irons
The Weller Magnastat system operates through a ferro-magnetic sensing device which changes its characteristics
when specific temperatures are reached. Working temperature selection is achieved by simply changeing the
“temperature sensing” soldering tip. These tips are available in 310°C, 370°C and 425°C versions.

Order No.
005 61 036 99

Model
W 61

Soldering Tips for W 61

Order No.
4CT5A6
4CT5A7
4CT5A8

4CT5B7
4CT5B8

4CT5C6
4CT5C7
4CT5C8

4CT5D7
4CT5D8

005 42 107 99
005 42 108 99

005 42 117 99

005 42 128 99

005 42 138 99

005 41 73599

005 13 041 99
005 13 804 99

005 15 124 99
005 13 824 99

Model
CT5 A6
CT5 A7
CT5 A8

CT5 B7
CT5 B8

C15 C6
as a7
15 C8

C15 D7
CT5 D8

CT5 AX7
CT5 AX8

CT5 BX7

CT5 CX8

CT5 DX8

DIL 16WGN

DS 7N

WDC

Description

Line voltage soldering iron 60 W, 230 V,

Magnastat controlled

e complete with soldering tip CT5 B7 and safety rest

Description

Chisel tip 310°C
Chisel tip 370°C
Chisel tip 425°C

Chisel tip 370°C
Chisel tip 425°C

Chisel tip 310°C
Chisel tip 370°C
Chisel tip 425°C

Chisel tip 370°C
Chisel tip 425°C

Chisel tip bent 370°C
Chisel tip bent 425°C

Chisel tip bent 370°C
Chisel tip bent 425°C

Chisel tip bent 425°C

Width A
1,6 mm
1,6 mm
1,6 mm

2,4 mm
2,4 mm

3,2 mm
3,2 mm

3,2 mm

4,7 mm
4,7 mm

1,6 mm
1,6 mm

2,4 mm

3,2 mm

5,0 mm

Desoldering tip for Dual-In-Line 310°C

Desoldering attachment 370°C
Spare tiplet for desoldering attachment DS 7, @ 1,53 mm

Weller WDC — Dry Cleaner (see page 182)
Metal wool WDC replacement (2 pieces)
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Order No. Model Description
_o= 0056104699 W 101 Line voltage soldering iron 100 W, 230 V,
A =g Magnastat controlled

e complete with soldering tip CT6 E7 and safety rest

Soldering Tips for W 101

Order No. Model Description Width A
—_— = ‘ij 4CT6C7 CT6 C7 Chisel tip 370°C 3,2 mm
A —_ o 1
- 4CT6C8 CT6 C8 Chisel tip 425°C 3,2 mm
4CT6D7 CT6 D7 Chisel tip 370°C 5,0 mm
4CT6D8 CT6 D8 Chisel tip 425°C 5,0 mm
4CT6E7 CT6 E7 Chisel tip 370°C 7,0 mm
4CT6E8 CT6 E8 Chisel tip 425°C 7,0 mm
//,.: - B 005 42 307 99 CT6 CX7 Chisel tip bent 370°C 3,2 mm
e
('5// 005 42 318 99 CT6 DX8 Chisel tip bent 425°C 5,0 mm
/7

Adapter to use LHT tip series (page 87) with W 101

Order No. Model Description

005 61 046 67  CT6-7 Adapter for LHT tips, 370°
005 61 046 68  CT6-8 Adapter for LHT tips, 425°
005 61046 69  CT6-9 Adapter for LHT tips, 480°

Soldering Iron W 101SP with Twist Lock

Order No. Model Description
== 0056109699 W 101SP Line voltage soldering iron 100 W, 230 V,
S Magnastat controlled with twist lock (260°C-295°C)

= * e complete with welding wedge Teflon coated, 50 x 40 x 4 mm
and safety rest

Soldering Tips

Order No. Description
005 11 767 99 Welding wedge Teflon coated, 50 x 40 x 4 mm
(260°C—295°C) for W 101SP with Twist Lock

005 11 767 74 Welding wedge Teflon coated, 50 x 40 x 4 mm
for W 201 iron (260°C—295°C) without Twist Lock



Magnastat Controlled Line Voltage Soldering Irons / Unregulated Line Voltage Soldering Irons

Order No. Model Description

005 6105699 W 201 Line voltage soldering iron 200 W, 230 V,
Magnastat controlled
e complete with soldering tip CT2 F7 and safety rest

Soldering Tips for W 201

Order No. Model Description Width A
s T [ ---------------------- B 005 4240799 CT2E7 Chisel tip 370°C 7,0 mm
T 005 4240899 CT2E8 Chisel tip 425°C 7,0 mm
0054241799 CT2F7 Chisel tip 370°C 10,0 mm
0054241899 CT2F8 Chisel tip 425°C 10,0 mm
005 4242899 (T2 G8 Chisel tip 425°C 11,0 mm
/,-[—§ 005 4250799  CT2 EX7 Chisel tip bent 370°C 7,0 mm
e ‘ 005 4250899  CT2 EX8 Chisel tip bent 425°C 7,0 mm
v
P
’ 005 4251799  CT2 FX7 Chisel tip bent 370°C 10,0 mm
0054251899  CT2 FX8 Chisel tip bent 425°C 10,0 mm
0051512499 WDC Weller WDC — Dry Cleaner (see page 182)
005 13 824 99 Metal wool WDC replacement (2 pieces)

Unregulated Line Voltage Soldering Irons

Robust heating elements of special steel between natural mica-leaves, embedded in cast ceramics and first-class
material make the Weller SPI irons outstanding in technology and life-time. The SPI irons come with plated and
oxidation prevented Weller “Longlife” tips.

Order No. Model Description

005 64 00599  SPI 16 Line voltage soldering iron 15 W, 230 V, unregulated
e complete with soldering tip 4SPI115212 and safety rest
e Heating up time ~180 sec.
e Tip temperature ~360°C

Soldering Tips for SPI 16

Order No. Model Description Width A
4SPI15 210 SPI15 210 Pointed tip 0,4 mm
4SP115 213 SPI15 213 Pointed tip 0,8 mm
4SP115 212 SPI15 212 Chisel tip 1,2 mm

4SPI15 211 SPI15 211 Chisel tip 2,0 mm
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Order No. Model
005 64 02199  SPI 27

Soldering Tips for SPI 27

Order No. Model
4SP126206 SPI26 206
4SP126200 SPI26 200
4SP126201 SPI26 201
Order No. Model

005 64 03799  SPI 41

Soldering Tips for SPI 41

Order No. Model
4SP140224 SP140 224
4SP140225 SP140 225
4SP140220 SP140 220
4SP140226 SP140 226
Order No. Model

005 64 05399  SPI 81

Soldering Tips for SPI 81

Order No. Model

4SP180234 SPI80 234
4SP180235 SPI80 235
4SP180230 SPI80 230
4SP180231 SPI80 231
4SP180237 SPI80 237
4SP180232 SPI80 232

Description

Line voltage soldering iron 25 W, 230 V, unregulated
e complete with soldering tip 4SP1126206 and safety rest

e Heating up time ~180 sec.

e Tip temperature ~410°C

Description Width A
Chisel tip 1,2 mm
Chisel tip 2,0 mm
Chisel tip 3,0 mm
Description

Line voltage soldering iron 40 W, 230 V, unregulated
e complete with soldering tip 4SP140224 and safety rest

e Heating up time ~180 sec.

e Tip temperature ~450°C

Description Width A
Chisel tip 2,0 mm
Chisel tip 3,0 mm
Chisel tip 5,0 mm
Chisel tip bent 2,0 mm
Description

Line voltage soldering iron 80 W, 230 V, unregulated
e complete with soldering tip 4SPI180237 and safety rest

e Heating up time ~180 sec.

e Tip temperature ~480°C

Description Width A
Chisel tip 3,0 mm
Chisel tip 5,0 mm
Chisel tip 7,0 mm
Chisel tip 9,5 mm
Chisel tip bent 5,0 mm

Chisel tip bent 7,0 mm
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Butane Gas Powered Soldering Irons

Powered by Butane gas, the Pyropens offer soldering iron, hot air blow and blow torch options. They have a short
heat up time and are refilled in seconds from a refill cylinder. A sight glass shows the level of gas in the reservoir.
The temperature variation is obtained by increasing respectively decreasing the gas flow. All Pyropen soldering
irons need very clean refill (accessory) for precise temperature regulation.

Order No. Model Description
005 16 08799 WP 60K Pyropen Butane gas powered soldering kit
e Manual ignition
e One filling lasts ~1 hour / capacity 12 ml
e Temperature range soldering: ~500°C, hot air: ~650°C
e Compared with 20—60 Watt electrical power

e Tare weight 74 ¢
consists of:

Soldering iron
005 16 134 99 60-01-05 Needle tip @ 0,5 mm
005 16 447 99 60-01-52 Hot air nozzle @ 4,7 mm
005 16 135 99 60-01-06 Hot knife 5,0 mm, 45°
005 16 450 99 60-02 Protective cap

Soldering Tips for WP 60

Order No. Model Description Width A
005 16 13499  60-01-05 Needle tip 90,5 mm
005 16 44399  60-01-01 Needle tip 01,0 mm
005 16 44499  60-01-02 Chisel tip 2,4 mm
005 16 446 99  60-01-04 Chisel tip 5,0 mm
005 16 44599  60-01-03 Round tip spade 45° 02,0 mm
005 16 447 99 60-01-52 Hot air nozzle @ 4,7 mm
005 16 13599  60-01-06 Knife 45° 5,0 mm
&7 T_—m» 0051644899  60-07U Ejector unit

005 16 45099  60-02 Protective cap for WP 60 (spare part)
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Order No. Model
005 16 075 99 Pyropen Jr.

consists of:

005 16 165 99 71-01-01

Soldering Tips for Pyropen Jr.
Order No. Model

005 16 16599  71-01-01
005 16 166 99  71-01-02
005 16 16199  71-01-04
005 16 16799  71-01-03
005 16 16899  71-01-50

005 16 16999  71-01-52

005 16 17299  71-07U

Weller WDC - Dry Cleaner
Order No. Model
005 1512499  WDC

Accessory:
005 13 824 99

Description

Pyropen Butane gas powered mini soldering iron

e Manual ignition

¢ One filling lasts ~1 hour / capacity 6 ml

e Temperature range soldering: 400°C—500°C, hot air: ~650°C
e Compared with 20—60 Watt electrical power

e Tare weight 53 ¢

Soldering iron
Needle tip @ 1,0 mm
Aluminium protective cap

Description Width A
Needle tip @ 1,0 mm
Chisel tip 2,0 mm
Chisel tip 5,0 mm
Round tip spade 45° 22,0 mm
Hot air nozzle @1,5mm
Hot air nozzle @ 4,7 mm
Ejector unit

Description

Weller WDC - Dry Cleaner
The solution for cleaning from lead free solder!
For further information see page 182.

Metal wool WDC replacement (2 pieces)



Butane Gas Powered Soldering Irons

Order No.
005 16 060 99

consists of:

005 16 121 99
005 16 142 99
005 16 151 99
005 16 160 99
005 16 156 99
005 16 281 99

Order No.
005 16 059 99

consists of:

005 16 121 99
005 16 142 99
005 16 159 99
005 16 160 99
005 16 156 99
005 16 281 99

Model
Pyropen

70-01-02
70-01-52
70-07TU
RB-TS
7040U
7042

Model
Pyropen Piezo

70-01-02
70-01-52
70-01-55
RB-TS
7040U
7042

Description

Pyropen Butane gas powered

profi line soldering iron

e Manual ignition

e Compared with 20—80 Watt electrical power

¢ One filling lasts ~2 hours / capacity 28 ml

e Temperature range soldering: 350°C—500°C, hot air: ~650°C

e Metal box with iron holder, cleaning sponge and bumn proof
accessory pocket

e Tare weight Pyropen 90 g

Soldering iron

Chisel tip 3,0 mm

Hot air nozzle @ 4,9 mm

Torch ejector

Butane gas refill canister 0,75 ml
Metall box

Burn proof accessory pocket

Iron holder

Cleaning sponge

Description

Pyropen Butane gas powered

profi line soldering iron

o Self ignition (Piezo)

e Compared with 20—80 Watt electrical power

¢ One filling lasts ~2 hours / capacity 28 ml

e Temperature range soldering: 350°C—500°C, hot air: ~650°C

e Metal box with iron holder, cleaning sponge and bumn proof
accessory pocket

e Tare weight Pyropen Piezo 100 g

Soldering iron

Chisel tip 3,0 mm

Hot air nozzle @ 4,9 mm

Reflector @ 6,0 mm, 18,0 mm width for heat shrinking
Butane gas refill canister 0,75 ml

Metal box

Burn proof accessory pocket

Iron holder

Cleaning sponge



Butane Gas Powered Soldering Irons

BUFFRIDE
m Soldering Tips for Pyropen and Pyropen Piezo
Order No. Model Description (] Width
< 005 16 120 99 70-01-01 Needle tip @1,0mm
"""""""" 005 16 124 99 70-01-05 Needle tip slim @0,5mm
005 16 129 99 70-01-10 Needle tip bent 30° @1,0mm
005 16 121 99 70-01-02 Chisel tip 3,0 mm
005 16 132 99 70-01-13 Chisel tip 5,0 mm
005 16 130 99 70-01-11 Chisel tip 7,7 mm
oy 00 1612299 70-01-03 Round spade tip 22,0 mm
""""""" 005 16 123 99 70-01-04 Round spade tip @ 3,0 mm
005 16 125 99 70-01-06 Spade tip conical 92,0 mm
005 16 127 99 70-01-08 Round spade 35° tip @2,0mm
005 16 140 99 70-01-50 Hot air nozzle @1,7mm
005 16 141 99 70-01-51 Hot air nozzle @3,3mm
005 16 142 99 70-01-52 Hot air nozzle @ 4,9 mm
005 16 143 99 70-01-53 Hot air nozzle @7,0mmm
005 16 151 99 70-07TU Torch ejector, not for Piezo versions
005 16 150 99 70-07SU Solder ejector, not for Piezo versions
L,milﬂ _[”5‘ 005 16 159 99 70-01-55 Reflector for heat shrinking @ 6,0 mm 18,0 mm
=0 005 16 158 99 70-01-54 Reflector for heat shrinking @ 8,0 mm 22,0 mm

Accessory for all Pyropen Soldering Irons

Order No. Model Description
005 16 160 99 RB-TS Butane gas refill canister 75 ml
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m Desoldering Stations























































































































































































































































































































































































































































































